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This order contains the information necessary to properly
select and size batteries for either existing or proposed Federal
Aviation Administration (FAA) equipment or facilities which are
or will be dependent on battery systems for backup electrical
power.

The rechargeable batteries which have been determined to be
most suitable for application to the present and future FAA
requirements are discussed herein. In each instance where a
battery type is concerned, theory and chemistry in addition to
operating parameters are covered in detail.

' Acting Director, Program
Engineering Service
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CHAPTER 1. GENERAL

1 PURPOSE* This order provides battery theory and selection
procedures for new and replacement secondary (rechargeable)
batteries for application in FAA equipment and facilities.
Battery facility design considerations are included as chapter 4.
This order be should be used in conjunction with FAA
Order 6980.26, Battery Backup Power Systems - Theory And
Selection Guidelines, when developing requirements for a complete
direct-current (dc) battery operating standby power distribution
system.

2 DISTRIBUTION. This order is distributed to branch level in
the Program Engineering Service and Systems Maintenance Service
in Washington headquarters; to branch level in the regional
Airway Facilities divisions; and to branch level in the Facility
Support Division and the FAA Academy at the Mike Monroney
Aeronautical Center.

3 CANCELLATION. This order cancels Order 6980.24, Battery
Theory and Selection Guidelines, dated February 7, 1983.

4 ACTION. The battery theory and selection procedures given
in this order shall be used to select and size new and
replacement batteries for FAA equipment and facilities.

5 BACKGROUND. In the past, the FAA has depended primarily on
engine generators to provide stand-by power to its facilities.
Advances in solid-state technology and increased use of direct-
current-powered electronic equipment has prompted the agency to
investigate other sources of stand-by power. In employing these
systems, the selection of the optimum battery is critical. This
order has been revised to provide more detailed information and
guidance in the selection of the most cost effective battery
system. In addition, the battery facility design chapter has
been expanded to include more considerations to improve battery
performance, battery life and human safety.

6 DEFINITIONS. The definitions of selected words used in the
text of this order are provided in this paragraph. These
selected words are either not of wide and ordinary use, or the
meaning of the word as used herein is different from ordinary or
normal usage.

a. Ampere-Houra The product of direct current in
amperes, multiplied by'the time in hours that the current exists.

b l Batterv. An electrochemical energy storage device,
consisting of one or more cells.

c . C-Rate. Discharge or charge current rate in amperes;
numerically equal to rated capacity of a cell in ampere-hours.

Chap 1
Par 1 Page 1
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d fmJb. A single electrochemical couple.
consists of a container,

A cell
a positive plate or group of plates

connected to the positive cell terminal, a negative plate or
group of plates connected to the negative cell terminal, and
electrolyte.

e. 11 Reversal Electrochemical reversal of polarity of
the plates of a secondary battery cell due to forced discharging
(reversed polarity charging) after the cell voltage has decreased
to zero volts.

f
terminils.

Cell Voltage. The voltage measured at the battery cell

g Charge. State of Condition of a cell in terms of the
discharge capacity remaining in the cell relative to the dis-
charge capacity of a fully charged cell.

h Charm Rate.
battery is charged.

The current at which a secondary cell or
It may be expressed in amperes or as a

fraction or multiple of the battery's capacity (capacity con-
sidered as if delivered in 1 hour). For example, the lO-hour
charge rate of a 4-ampere-hour  cell is C/10 = h/10 = 0.4A =
4OOmA.

1
battery.

Charge. Process of supplying electrical energy to a

3 0 CYcle, One sequence of battery discharge and recharge.

k
cycl8s'del

vcle Life The total number of discharge-recharge
vered by i battery until the battery is unable to

perform satisfactorily.

1 DeeDa Withdrawal of at least 80 percent of
the raied capacity of a cell or battery.

m. Denth of DischargQ The percentage of rated capacity
to which a cell or battery ii discharged.

n. Discharge. Withdrawal of electrical energy from a
battery.

0 . ischarge Rate. The current at which a battery is
discharged. (See Charge Rate.)

P Pry CharQed A battery that contains cell plates in
the chirged condition'but does not contain electrolyte.

9 Electrolvte. The material that conducts the ions
between the positive and negative plates of a battery cell.

Page 2
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Yo E n e r g y  D e n s i t y . R a t i o  o f  c e l l  e n e r g y  t o  w e i g h t  o r
v o l u m e  ( w a t t - h o u r s  p e r  p o u n d  o r  w a t t - h o u r  p e r  c u b i c  i n c h ) .

8. Float Charne. T h e  c o n d i t i o n  o f  a  s e c o n d a r y  b a t t e r y
b e i n g  m a i n t a i n e d  i n  t h e  f u l l y  c h a r g e d  s t a t e  b y  s t e a d y  a p p l i c a t i o n
o f  c h a r g i n g  p o w e r  ( c o n s t a n t  v o l t a g e  o r  v o l t a g e  l i m i t e d )  s u f -
f i c i e n t  t o  o v e r c o m e  i n t e r n a l  b a t t e r y  p o w e r  l o s s e s  a t  t h e  a p p l i e d
v o l t a g e  b u t  n o t  s u f f i c i e n t  t o  c a u s e s i g n i f i c a n t  g a s  e v o l u t i o n
w i t h i n  t h e  b a t t e r y  c e l l s .

. . t. I n t e r n a l  R e s i s t a n c e . Resistance to  e lectr ic  current
i n s i d e  t h e  b a t t e r y .

UO Open-Circuit Voltap;e, T h e  n o - l o a d  v o l t a g e  o f  a  c e l l  o r
b a t t e r y  m e a s u r e d  w i t h  a  h i g h - r e s i s t a n c e  v o l t m e t e r .

77. P i l o t  C e l l . O n e  o r  m o r e  c e l l s  t h a t  a r e  u s e d  a s  a
g e n e r a l  i n d i c a t o r  o f  t h e  e n t i r e  b a t t e r y  i n  r e g a r d s  t o  v o l t a g e ,
s p e c i f i c  g r a v i t y  a n d  t e m p e r a t u r e .

Wa P r i m a r y  B a t t e r y . A  b a t t e r y  d e s i g n e d  t o  b e  d i s c h a r g e d
a n d  t h e n  d i s c a r d e d ; n o t  d e s i g n e d  t o  b e  r e c h a r g e d .

X0 Recharneable. D e s i g n e d  t o  b e  e l e c t r i c a l l y  d i s c h a r g e d
a n d  r e c h a r g e d  f o r  m u l t i p l e  c y c l e s .  ( S e e  S e c o n d a r y  B a t t e r y . )

Y 0 S e c o n d a r y  B a t t e r y . A  b a t t e r y  w h i c h  c a n  b e  r e c h a r g e d
a f t e r  b e i n g  d i s c h a r g e d  u n d e r  s p e c i f i e d  c o n d i t i o n s  o f  u s e .

2. S e l f - D i s c h a r g e  R a t e . T h e  r a t e  a t  w h i c h  a b a t t e r y  l o s e s
c a p a c i t y  w h e n  s t a n d i n g  o p e n - c i r c u i t .

86. S e p a r a t o r . A  p o r o u s , n o n c o n d u c t i v e , m a t e r i a l  p l a c e d
b e t w e e n  p o s i t i v e  a n d  n e g a t i v e  p l a t e s .

bb l T r i c k l e  Charninq. M e t h o d  o f  c h a r g i n g  i n  w h i c h  a
s e c o n d a r y  c e l l  i s  c o n n e c t e d  t o  a  c o n s t a n t - c u r r e n t  s u p p l y  t h a t
m a i n t a i n s  t h e  c e l l  i n  f u l l y  o r  n e a r  f u l l y  c h a r g e d  c o n d i t i o n  ( n o t
used f o r r e c h a r g i n g ) .

cc 0 Wet Charned. A  c h a r g e d  b a t t e r y  t h a t  i s  f i l l e d  w i t h
e l e c t r o l y t e .

7 OBJECTIVE l T h e  o b j e c t i v e  o f  t h i s  p u b l i c a t i o n  i s  t o  p r o v i d e
d&n e n g i n e e r s  a n d  i n s t a l l a t i o n  t e c h n i c i a n s  w i t h  p e r t i n e n t
i n f o r m a t i o n  w h i c h  w i l l  a i d  i n  s e l e c t i n g  a n d  i n s t a l l i n g  t h e
o p t i m u m  s e c o n d a r y  b a t t e r y  s y s t e m  i n  f a c i l i t i e s  a n d  e q u i p m e n t
c o n t r o l l e d  b y  t h e  F A A .

8 0 SCOPE. T h i s  o r d e r  a d d r e s s e s  l e a d - a c i d  a n d  nickel-cadmium-
a l k a l i n e  s e c o n d a r y  b a t t e r i e s  w h i c h  ure m o s t  s u i t a b l e  f o r  p r e s e n t
a n d  n e a r  f u t u r e  a p p l i c a t i o n s i n  F A A  f a c i l i t i e s  a n d  e q u i p m e n t s .
I n f o r m a t i o n  p r e s e n t e d  i n  t h e  f o l l o w i n g  c h a p t e r s  w i l l  g i v e  t h e

Chap 1
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CHAPTER 2. BATTERY THEORY

9 IjASIC THEORY. Batteries store and provide direct Current
8;8OtriC!ity through internal 818Ctro~hemical  FBaCtiOnS. The
electrochemical  reactions are termed oxidation and reduction
reactions. Oxidation i8 defined as a reaction in which the stat8
of a substance becomes more electrically  positive. In reduotion,
the substance becomes leas eleotrioally positive. Oxidation oan
be considered as th8 loss of electrons by a substame;  reduction
as the gain of electrons by a substance. The substanoes involved
in these reaationa are the active materials in the battery
electrodes (plates).

a. The neative batt8rv term- is connected to the
negative battery plate (spongy, metallie lead in a lead-acid
battery and metallic cadmium In a nickel-cadmium-alkaline
battery). The negative plate Is called the oathode plate beoauae
of the electrochemical  ionization reactions assoolat8d with it.
On disoharge, the anode plate undergoes an oxidation type of
reaction, giving off eleotrona to th8 external circuit and
reo8lvlng negative ions from the 818OtrOlyte. The process is
reversed during charging. (Refer to an aleotrooheni~al  textbook
for a diaousaion of cation and anion preferential adsorption.)

b u is connected to the
poSitiv8 battery plate (lead peroxide in a lead-acid battery and
a nlakel plated steel in a nlokel-oadmlum-alkaline battery). The
positive battery plate is called the anode plate beaauae of the
associated 8leotrooh8mical  ionization raaotiona. On dlaaharge,
the oathode plate undergoes reduction, receiving eleatrona from
the external ciroult to form negative ions with the eleatrolyte,
the process being reversed during aharging.

c. The battarv el8CtrOlVt8 is the medium for Ionic exchange
in the electrochemical reactions. It la aontalned within each
cell as a liquid or as a past8 or jelly. Liquid 8180trOlyt88 may
be free to move within the sell or held in place by a mat or
spongy material.

d m batterlea follow this baaia eleatroahemioal  prinai-
Pl8, vkying In the materials utilized. Various materlala are
chosen for aonatruation of the eleotrod88 and formulation of the
electrolyte to provide aartaln aharaaterlatlca (sad as more
energy per weight, more energy per volume, lower ooat of con-
struction, longer cycle life (aeaondary batterl88), 1888 affected
by temperature extremes, eta.), depending on the requirements of
the partiaular situation. The materials that react with each
other in an eleatrochemloal  raaatlon and the potential they
generate in a cell can be determined by referring to an electro-
motive series in a cheaioal referenae publiaatlon. The material
higher in the series will be the anode and the other will be the
aathode. The difference between the eleatromotiva  force (emf)

Chap 2
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values in the eleatromotfve  series will predict the total
potential between the electrodes of a cell. As the materials in
the battery react with one another, the reaction will slow down
a8 the material is exhausted. In the lead-acid battery, elec-
trons are being drawn out of th8 cell rapidly, the material next
to the eleatrodes will reaat and use up the electrolyte. This
oondition, called stratification, will reduce the battery output
until the electrolyte from the remainder of the cell electrolyte
diffuses to th8 area next to the electrodes. This resistance to
the eleotrooh8mical  reaction may be seen as one cause of internal
resistance in the electrochemical cell. The electrical reais-
tance of the internal electrical circuit (metal straps and grids)
also oontributea to the internal realstanoe of the battery.

8. Battery ratippa are measures of battery performance.
Typical ratings which may be encountered are voltage, capacity,
discharge ourrent, and ambient temperature.

(1) Boltage Is typically given as a NOMINAL value, the
term nominal being somewhat misleading. Possibly nominal load
voltage value would b8 a better choice, but the desired result is
a oonvenlent indication of the battery voltage for general
description, such as a 12-volt oar battery. The stabilized, open
circuit voltage of a single charged lead acid oell la
approximately 2.05 volts at 1.200 apeoific gravity (It should be
noted that voltage will vary with eleotrolyte concentration).
That of a single, charged nlokel-cadmium-alkaline oell is
approximately 1.23 volts. Battery voltage is determined by cell
chemfstry and the number of cells electrlaally  connected in
series within the battery. A 12-volt car battery would require 6
series-aonnected  lead-aold cells or 10 series-oonn8cted  nlckel-
cadmium-alkaline cells.

(2) macitv la a measure of the battery’s capability
to provide current for a period of time. Because th8 battery
voltage decreases as it oontlnues to provide aument, the
capacity is associated with some voltage value (referred t0 as
cutoff voltage) at which further discharging is no longer
useful. Basically, capacltp is the time integral of the dia-
charge aurrent. For many applications, capacity la stated in
term8 of ampere-hours, e.g., the produot of diaoharge Current in
amperes multiplied by the time in hours that the current exists
before th8 battery voltage d8cr8a888 to th8 outoff Voltage. s88
appendix 1 for calaulatlng the aapaclty required by complex
discharge aurrent loads. For automotive batteries, the Society
of Automotive Engineers 9 Standard 35375 deaaribea rating teats
for reserve capacity and cold aranking. The reserve capacity
rating Indicates the number of minutes that the teat battery can
be discharged at a constant 25 amperes before the battery voltage
decreases to 1.75 volts per cell (in an 80 degr88 fahrenheit
ambient). The rating for cold oranking lndlcates the oonatant,
continuous current that the battery will provide for a standard

Page 6
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t e s t  t i m e  p e r i o d  (30 s e c o n d s  o r  9 0  s e c o n d s )  w i t h  t h e  v o l t a g e
r e m a i n i n g  a b o v e  c u t o f f  ( 1 . 2  v o l t s  o r  1 . 0  v o l t s  p e r  c e l l ) at a
s t a n d a r d  t e s t  t e m p e r a t u r e  ( 0  o r  - 2 0  d e g r e e  f a h r e n h e i t ) . C a p a c i t y
c a p a b i l i t y  i s  a f f e c t e d  b y  t h e  m a g n i t u d e  o f  t h e  d i s c h a r g e  c u r r e n t
( r a t e )  a n d  t e m p e r a t u r e , a s  w e l l  a s  t h e  q u a n t i t y  o f  a c t i v e  p l a t e
m a t e r i a l s  a n d  e l e c t r o l y t e .

(3) D i s c h a r g e  c u r r e n t  o r  r a t e  c a p a b i l i t y  m a y  b e
expressed  in  t e rms  o f  a  C - ra te ,  hour  ra te ,  or amperes . B a t t e r y
d i s c h a r g e  c u r r e n t  c a p a b i l i t y  i s  d e p e n d e n t  u p o n  f a c t o r s  s u c h  a s
i n t e r n a l  e l e c t r i c a l  r e s i s t a n c e ,  t e m p e r a t u r e ,  s t a t e  o f  c h a r g e ,  a n d
p l a t e  c u r r e n t  d e n s i t y ( a m p e r e s  p e r  u n i t  a r e a  o f  p l a t e  surfsce).
A s  t h e  d i s c h a r g e  c u r r e n t  i s  i n c r e a s e d ,  t h e  a v a i l a b l e  b a t t e r y
c a p a c i t y  i s  d e c r e a s e d . The  capac i ty  change  i s  more pronounced
f o r  l e a d - a c i d  b a t t e r i e s  t h a n  f o r  n i c k e l - c a d m i u m - a l k a l i n e  b a t -
t e r i e s  S a n d  v a r i e s  w i t h  b a t t e r y  d e s i g n  a n d  c o n s t r u c t i o n .

( a )  T h e  h o u r  r a t e  i s  c o m m o n l y  e n c o u n t e r e d  a n d
d e s c r i b e s  t h e  n u m b e r  o f  h o u r s  f o r  d i s c h a r g i n g  t h e  b a t t e r y  a t
c o n s t a n t  c u r r e n t  t o  a  c u t o f f  v o l t a g e . An  e ight -hour  ra te  means
t h a t  t h e  b a t t e r y  c a p a c i t y  i s  d i s c h a r g e d  i n  e i g h t  h o u r s . Typical-
1Y ) t h e  n o m i n a l , o r  b a s e l i n e  c a p a c i t y  r a t e  f o r  l e a d - a c i d
s t a t i o n a r y  b a t t e r i e s  i s  t h e  8-hour r a t e . F o r  aickel-cadmium-
a l k a l i n e  s t a t i o n a r y  b a t t e r i e s ) t h e  5-hour r a t e  c a p a c i t y  i s
c o m m o n l y  l i s t e d . T h e  d i s c h a r g e  c u r r e n t  ( a m p e r a g e )  v a l u e  o f  a
p a r t i c u l a r  h o u r  r a t e  i s  t h e  b a t t e r y  c a p a c i t y  v a l u e  d i v i d e d  b y  t h e
h o u r 8  o f  d i s c h a r g e . F o r  t h e  s a m e  b a t t e r y ,  e a c h  d i f f e r e n t  h o u r
r a t e  w i l l  h a v e  a  d i f f e r e n t  c a p a c i t y  v a l u e  a s s o c i a t e d  w i t h  i t .

(b) O c c a s i o n a l l y ,  C - r a t e s  m a y  b e  e n c o u n t e r e d .
C - r a t e s  a r e  t h e  d i s c h a r g e  c u r r e n t  v a l u e s  e x p r e s s e d  a s  a  f r a c t i o n
o r  m u l t i p l e  o f  t h e  b a s e l i n e  o r  n o m i n a l  c a p a c i t y  o f  t h e  b a t t e r y .
S o m e  c o m m e r c i a l  b a t t e r y  s a l e s  b r o c h u r e s  a r e  a m b i g u o u s  i n  t h i s
respect) i n d i c a t i n g  t h a t  C - r a t e s  a r e  a n o t h e r  w a y  o f  d e s c r i b i n g
h o u r  r a t e s . T h i s  i s  o n l y  t r u e  f o r  t h e  b a s e l i n e  o r  n o m i n a l  r a t e .
F o r  a  b a t t e r y  i n  vhich n o m i n a l  c a p a c i t y  (C) h a d  b e e n  d e t e r m i n e d
a t  t h e  8-hour r a t e , t h e  d i s c h a r g e  c u r r e n t  v a l u e s  f o r  t h e  5-hour
r a t e  a n d  C/5 r a t e  w o u l d  e a c h  b e  d i f f e r e n t  v a l u e s ,  a s  w o u l d  t h e
r e s u l t i n g  c a p a c i t y  v a l u e s . T h e  d i s c h a r g e  c u r r e n t  f o r  t h e  5-hour
r a t e  w o u l d  b e  s l i g h t l y  l e s s  t h a n  t h e  d i s c h a r g e  c u r r e n t  f o r  t h e
C / 5  r a t e . But s f o r  t h i s  p a r t i c u l a r  b a t t e r y ,  t h e  d i s c h a r g e
c u r r e n t  v a l u e s  a n d  r e s u l t i n g  c a p a c i t y  w o u l d  b e  t h e  s a m e  f o r  t h e
8-hour r a t e  a n d  C/8 r a t e . F o r  C-r8tes s t h e  d i s c h a r g e  c u r r e n t
value) or amperage 3 i s  t h e  n o m i n a l  ( o r  b a s e l i n e )  c a p a c i t y
m u l t i p l i e d  b y  t h e  s t a t e d  f r a c t i o n  o r  i n t e g e r .

(c) D i s c h a r g e  r a t e s  i n  t e r m s  o f  c o n s t a n t  p o w e r ,
o r  W8ttS, m a y  b e  s p e c i f i e d  m e a n i n g  t h a t  a s  t h e  b a t t e r y  d i s -
charges j t h e  c u r r e n t  i s  i n c r e a s e d  t o  o f f s e t  t h e  d e c l i n e  i n
b a t t e r y  v o l t a g e  s u c h  t h a t  t h e  p r o d u c t  o f  v o l t a g e  m u l t i p l i e d  b y
c u r r e n t  i s  m a i n t a i n e d  a t  t h e  w a t t a g e  s p e c i f i e d . A  d e s c r i p t i v e
d i s c h a r g e  c u r r e n t  c a p a b i l i t y  r a t i n g  i s  a  s t a t e m e n t  o f  t h e
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constant, continuous current (amperes) that a battery is designed
to supply, but this rating is not always available in commercial
sales brochures.

(d) - m rate low-rate,
frequently encountered tkaa,’

and medium-rate are
but they are relative indications,

translating into amperes only when the basis for comparison is
known. A 1 C or C/2 rate might be thought of as medium rate,
2 C or 3 C as being a high rate, and C14 or C/8 as a low rate,
but no convention has been standardized. Changing discharge
rates can result In a different oapacity value due to limitations
on the rate of electrochemloal  reactions at the plate surfaces,
diffusion of fresh electrolyte to the plate aurfaoea,and changes
in battery Internal temperatures affecting Internal electrloal
resistance. As the diaoharge rate increases, the capacity
available tends to decrease.

(4) AAratinn indicates that a battery has
been designed for use within a specific stated temperature
range. An example would be a lead-acid battery designed for low
(relative) temperature operation through use of electrolyte
havfng higher speoifia gravity than that used In a battery
designed for high temperature operation. Temperature rating is
occasionally confused with rating temperature, rating temperature
being the specific temperature at which a test is accomplished
(such as the 0 degree fahrenheit rating temperature for the
automotive battery cold cranking test). As the temperature of a
particular battery is increased, the available capacity tends to
increase. To convert temperatures between degrees Centigrade
and degrees Fahrenheit, see appendix 2.

Y CELLS Primary 0811s are not reohargeable. Primary
iea ar8°00naumab18  in that they are exhausted by

degrees as th8 chemioala whioh they contain react with one
another to generate eleotrloity. When their chemical components
will no longer generate eleatrlcity, they must be disposed of in
an approved manner. Primary cells are available in many electro-
chemical combinations for appllaatlona ranging from carbon zinc
flashlight cells to lithium-thlonyl ahloride cells for military
US8, While true primary aella are not rechargeable, some
commercially available primary aella can be recharged to varying
degrees under preai8ely aontrolled aonditlons. Reaharging of
primary aells is not recommended In FAA appllaations. Primary
cells tend to have higher energy densities (or aapacities) and
much better charge retention than 88aondary batteries.

11 SECONDaRYa Seaondary  aella or storage batteries are
a&lar to primary a811 batterie8 in their ability to produce
electricity through the reaction of chemiaala with one another.
The difference is that secondary cells aan also be completely
recharged and discharged again. The repetition of discharging
and recharging is called cycling. Secondary oella are available
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i n  n u m e r o u s  e l e c t r o c h e m i c a l  c o m b i n a t i o n s ,  a s  a r e  p r i m a r y  c e l l s .
However s o n l y  l e a d - a c i d  a n d  n i c k e l - c a d m i u m - a l k a l i n e  a r e  n o r m a l l y
u s e d  i n  F A A  f a c i l i t i e s  a n d  e q u i p m e n t , d u e  t o  t h e i r  r e l i a b i l i t y ,
a p p l i c a b i l i t y  a n d  l i f e  c y c l e  c o s t  a d v a n t a g e . The FAA nomencla-
t u r e s  f o r  t h e  t y p e s ,  c l a s s e s , a n d  s t y l e s  o f  s e c o n d a r y  c e l l s  u s e d
i s  d e s c r i b e d  i n  t h e  f o l l o w i n g  p a r a g r a p h s , B a s i c a l l y ,  t y p e  vi11
i n d i c a t e  t h e  b a t t e r y  a p p l i c a t i o n , c l a s s  w i l l  i n d i c a t e  b a t t e r y
m a i n t a i n a b i l i t y , a n d  s t y l e  w i l l  i n d i c a t e  b a t t e r y  p o s i t i o n
s e n s i t i v i t y  o r  f r e e  e l e c t r o l y t e . T h e  typess c l a s s e s ,  a n d  s t y l e s
a r e  f o r  F A A  purpo8es, and  may  not  be  the  same  as  manufac turer ' s
d e s i g n a t i o n s .

a . T y p e  I . S t a t i o n a r y  s t a n d - b y  f l o a t  ( f o r  u n i n t e r r u p t i b l e
p o w e r  s u p p l i e s ,  s w i t c h  g e a r ,  c o m m u n i c a t i o n s ) .

b 0 T y p e  I I . S t a t i o n a r y  e n g i n e  g e n e r a t o r  s t a r t i n g .

c .  T y p e  I I I . V e h i c l e  s t a r t i n g  a n d  a u x i l i a r y  p o w e r .
( S o m e t i m e s  r e f e r r e d  t o  i n  c o m m e r c i a l  l i t e r a t u r e  a 8  a u t o m o t i v e
s t a r t i n g  s l i g h t i n g  s a n d  i g n i t i o n  b a t t e r i e s . )

d 0 Type  IV . D e e p  d i s c h a r g e  c y c l e  m o t i v e . ( F o r k l i f t
t r u c k s , g o l f c a r t s  s e t c  .)

e . Type V. E m e r g e n c y  l i g h t i n g , p o r t s b l e  t e s t  e q u i p m e n t .

f Type V I . Renevab  l e  energy  s to rage . ( U s e d  with s o l a r
c e l l , iindmills, e t c . )

8
0 C l a s s  1 . Regular  maintenance .

h 0 Cla8s 2. Low maintenance.

i . C l a u s  3 . Sealed s no  maintenance .

.
J 0 S t y l e  A . F r e e  e l e c t r o l y t e , o r  o r i e n t a t i o n  o r  a t t i t u d e

neens  it ive.

k 0 S t y l e  B . N o n - s p i l l a b l e  e l e c t r o l y t e  a n d  n o t  o r i e n t a t i o n
o r  a t t i t u d e  8enritive ( N o t e :  n o r m a l l y , S t y l e  B  i s  a p p l i c a b l e  o n l y
t o  Cl888 3 b a t t e r i e s . )

12 APPLICABILITY. E a c h  o f  t h e  t y p e s ,  c l a s s e s ,  a n d  s t y l e s
l&ted ( u s i n g  F A A  n o m e n c l a t u r e )  i s  n o r m a l l y  d e s i g n e d  a n d  c o n -
s t r u c t e d  w i t h  distingui8hing  p e r f o r m a n c e  char8cteriatics a n d
festures  m o s t  s u i t a b l e  f o r  p a r t i c u l a r  use8. I n  m o s t  applica-
t ions a s e v e r a l or 811 b s t t e r y types c o u l d b e used 88
cy, s i n c e  a l l  c a n  s u p p l y  p o w e r . But  the  use o f  a b s t t e r y  t y p e
o u t s i d e  i t s  d e s i g n  a p p l i c a t i o n  d o e s  n o t  t a k e f u l l a d v a n t a g e  o f
i t s  p a r t i c u l a r  p e r f o r m a n c e  c h a r a c t e r i s t i c 8  o r  f e a t u r e s  a n d  w i l l
p r o b a b l y  r e s u l t  i n  r e d u c e d  c a p a b i l i t y . F o r  i n s t a n c e ,  T y p e  I I I

8n exped ien-
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vehlole starting and auxiliary power (automotive) batterlea will
fumtion in atatlonary atandbp float applicationa, but may
experience shortened life when frequently deep-discharged. And
the use of automotive-type batterlea for emergency (stationary
standby) systems ia- apeoifioally prohibited by the National
Electrio Code of 1987 (Artlale 700-12(a)). In order to determine
the appropriate type, claaa, and style for a battery, thorough
aonslderation  of the partiaular appliaatlon is necessary.

a. Stationarv. zstagdbv float (Type I) batteries should be
used in stationary applications to provide emergency or backup
power when the primary power (normally aommercial eleatrlc line)
falls. The equipment that theae (Type I) batterlea will power
normally aonalata of uninterruptible power supplies, awltah gear,
such aa relaya, and oommunlaation  reaeivers and transmittera.

(1) Piat- charaateristloa of the Type I
battery appliaation are stationary operation, aontinuoua battery
charging (float operation) when primary power la available, long
duration (houra) diaaharging at low to moderate rate8 (although
some applications involve complete disaharging  at high current in
as few aa ten minutea or momentary loada with high aurgea) and
moderate to high capaaity in term8 of ampere-houra. Battery
ayatem voltage8 typiaally range from 12 volts (or lower) to more
than 500 volta.

(2) The tvDica1 envuonmee of a Type I battery fs
normally indoors at moderate humidity, with a moderately narrow
temperature rage, and free of vibration, shoak, and acaelera-
Hon. When the Type I battery ia installed In a battery box
located out-of doors, provfalona ahould be Incorporated to
minimize temperature extremea, or a higher aapaaity  battery may
be required. The Type I battery ia normally installed inaide
equipment or in racka bolted to the floor near the equipment.

(3) In US-, the installation la typically permanent
for the life of the battwy. A Type I bgttery normally experien-
tea infrequent (one or lear per month) diaahargea to varying
deptha (100 peraent or leira). The Type I battery la maintained
at full state of charge, ready for we aondltlon, by float
charging from a aon8tant  voltage source. Reahargea after
diachargea are normally completed within from 2 to 24 houra.

(4) Due to the normav l@ruQ aizea, manufacturer8
supply the Type I battery aa individual 0811s or cell paaka (2 or
more cell8 in the same aaaeably) for assembling into a complete
battery at the Installation site.

(5) M&acturera’ deautionp for stationary,
standby float (Type I) batteries will vary. One manufaaturer may
list a battery aacording to a particular intended use auah as
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svitchgesr  3 w h i l e  a n o t h e r  m a y  l i s t  a  b a t t e r y  w i t h  a l m o s t  t h e  s a m e
p e r f o r m a n c e  c h a r a c t e r i s t i c s  a s  high r a t e / s h o r t  d u r a t i o n  o r  a8
h i g h  p e r f o r m a n c e .  O r , a  m a n u f a c t u r e r  m a y  l i s t  t h e  s a m e  b a t t e r y
p a r t  n u m b e r  u n d e r  s e v e r a l  d i f f e r e n t  a p p l i c a t i o n s . The  in tended
u s e  a n d  b a t t e r y  p e r f o r m a n c e  r e q u i r e m e n t s s h o u l d  b e  d e s c r i b e d  a s
a c c u r a t e l y  a s  p o s s i b l e  i n  o r d e r  t o  a s s i s t  t e c h n i c a l  p e r s o n n e l  i n
s e l e c t i n g  vhich b a t t e r i e s  w i l l  give t h e  r e q u i r e d  p e r f o r m a n c e  a n d
t o  a l l o v  e f f e c t i v e  r e v i e w  o f  b a t t e r y  p r o p o s a l s  r e c e i v e d  i n
respon8e t o  s o l i c i t a t  i o n . C l a s s  a n d  s t y l e  a r e  o p t i o n a l ,  d e p e n d -
i n g  u p o n  t h e  n e e d s  o f  t h e  p a r t i c u l a r  a p p l i c a t i o n ,  F A A  p o l i c y ,  a n d
c o m m e r c i a l  a v a i l a b i l i t y . However, T y p e  I b a t t e r i e s  a r e  t y p i c a l l y
Class 1 o r  C l a s s  2 ,  a n d  S t y l e  A .

b S t a t i o n a r y  e n g i n e  g e n e r a t o r  s t a r t i n g  ( T y p e  I I )  b a t t e r i e s
should’be u s e d  f o r  s t a r t i n g  b o t h  g a s o l i n e  a n d  d i e s e l ,  s t a t i o n a r y
i n t e r n a l  c o m b u s t i o n  ( r e c i p r o c a t i n g )  e n g i n e s  t h a t  p o v e r  e l e c t r i c
generator8  e

(1) Distinnuishinn c h a r a c t e r i s t i c s  o f  t h e  T y p e  I I
b a t t e r y  a p p l i c a t i o n  a r e  s t a t i o n a r y  o p e r a t i o n ,  d a i l y  b o o s t
c h a r g i n g  c o n t r o l l e d  b y  a  t i m e r  a n d  t e m p e r a t u r e  v o l t a g e  r e l a y  w i t h
e q u a l i z e  c h a r g i n g  c a p a b i l i t y , a n d  h i g h  c u r r e n t  s t a r t e r  m o t o r
d i s c h a r g e  l o a d s  l a s t i n g  u p  t o  o n e  m i n u t e . Bat te ry  sys tem
v o l t a g e s  a r e  n o r m a l l y  3 2  v o l t s .

(2) T h e  e n v i r o n m e n t  o f  a  T y p e  I I  b a t t e r y  m a y  b e
i n s t a l l e d  o u t d o o r s  i n  a  v e l l  v e n t i l a t e d  c o v e r e d  b o x  o r  i n d o o r s  i n
r a c k s  n e a r  t h e  e n g i n e  g e n e r a t o r . W h e n  l o c a t e d  o u t d o o r s ,  t h e
b a t t e r y  vi11 b e  s u b j e c t e d  t o  a  w i d e  t e m p e r a t u r e  a n d  h u m i d i t y
r a n g e  d e p e n d e n t  o n  t h e  l o c a l  c l i m a t e .

(3) I n  usage,t h e  T y p e  I I  b a t t e r y  m a y  e x p e r i e n c e  1 o r
2  e n g i n e  s t a r t s  p e r  m o n t h . T h e  d i s c h a r g e s  a r e  a t  h i g h  c u r r e n t ,
b u t  n o r m a l l y  l a s t  o n l y  2 - 5  s e c o n d s . R e q u i r e m e n t s  f o r  30 s e c o n d
o r  6 0  s e c o n d  e n g i n e  c r a n k i n g  c a p a b i l i t y  a r e  d e m o n s t r a t e d  b y
p e r i o d i c  t e s t i n g . T h e  T y p e  I I  b a t t e r y  i s  m a i n t a i n e d  f u l l y
c h a r g e d  b y  b o o s t  c h a r g i n g  o n  a  d a i l y  b a s i s ,  w i t h  e q u a l i z e
charg ing  when  needed .

(4) D u e  t o  r e s e r v e d  t i m e  f o r  e n g i n e  t e s t i n g ,  p o s s i b l e
f r e q u e n t  r e s t a r t s  a n d  a d v e r s e  t e m p e r a t u r e  e x t r e m e s ,  t h e  T y p e  I I
b a t t e r i e s  a r e  l a r g e . A d d i t i o n a l l y , t h e s e  b a t t e r y  c e l l s  e m p l o y
l a r g e  n u m b e r s  o f  p l a t e s  t o  o b t a i n  h i g h  t o t a l  p l a t e  s u r f a c e
a r e a s  f o r  h i g h  r a t e s , l i m i t a t i o n s  o n  t h e  p h y s i c a l  h e i g h t  o f  t h e
c e l l s  t o  r e d u c e  e l e c t r o l y t e  s t r a t i f i c a t i o n  problema,  g e n e r a l l y
h e a v i e r  g r i d s  a n d  s t r a p s  t o  r e d u c e  i n t e r n a l  r e s i s t a n c e  a n d  r e s i s t
c o r r o s i o n  S a n d  w r a p p i n g  o f  t h e  p o s i t i v e  p l a t e s  t o  p r e v e n t
s h e d d i n g  o f  a c t i v e  m a t e r i a l .

(5) I n  p r a c t i c e , T y p e  I I  b a t t e r i e s  a r e  g e n e r a l l y  t h e
l e a d - a c  i d  t y p e , d u e  t o  t h e  l o v e r  i n i t i a l  c o s t  a s  c o m p a r e d  t o
n i c k e l - c a d m i u m - a l k a l i n e  b a t t e r i e s , numerou8 c o m m e r c i a l  8ource8,
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a n d  f a m i l i a r i t y . T y p i c a l l y , f o u r  (4) c e l l  b a t t e r i e s  a r e  u s e d  i n
FAA s y s t e m s . C l a s s  a n d  s t y l e  a r e  n o r m a l l y  C l a s s  1 ,  S t y l e  A .

c . V e h i c l e  s t a r t i n g  a n d  a u x i l i a r y  p o w e r  ( T y p e  I I I )  b a t -
t e r i e s  a r e  sometimes.  r e f e r r e d  t o  i n  l i t e r a t u r e  a s  a u t o m o t i v e
s t a r t i n g  a l i g h t i n g  a n d  i g n i t i o n  b a t t e r i e s ,  o r  s i m p l y  c a r  b a t -
teries. U n d e r  t h i s  ( T y p e  III) g r o u p i n g  a r e  i n c l u d e d  r e c r e a t i o n a l
v e h i c l e  (RV) b a t t e r i e s ,  a n d  m a r i n e  b a t t e r i e s . Farm machinery
b a t t e r i e s  s l a w n  t r a c t o r  b a t t e r i e s ,  m o t o r c y c l e  b a t t e r i e s ,  a n d
c o n s t r u c t i o n  a n d  i n d u s t r i a l  m a c h i n e r y  b a t t e r i e s  a r e  a l s o
i n c l u d e d . T y p e  I I I  b a t t e r i e s should b e  u s e d  f o r  t h e s e  a p p l i c a -
t i o n s .

( 1 )  D i s t i n g u i s h i n g  characteri8tics o f  t h e  T y p e  I I I
b a t t e r y  a p p l i c a t i o n s  a r e  t h e i r  u s e t o  p r o v i d e  e l e c t r i c  p o w e r  t o
e n g i n e  s t a r t i n g  m o t o r s i n  m o b i l e  e q u i p m e n t  a n d  v e h i c l e s  a n d  t o
p r o v i d e  a u x i l i a r y  e l e c t r i c  p o w e r  t o  t h e s e  v e h i c l e s  a n d  e q u i p -
ment. T h e  S o c i e t y  o f  A u t o m o t i v e  E n g i n e e r s  S t a n d a r d  S A E - J 5 3 7 ,
w h i c h  s t a n d a r d i z e s  t h e s e  b a t t e r i e s , a d d s  t h e  r e q u i r e m e n t  t h a t  t h e
e q u i p m e n t  a n d  v e h i c l e s  b e  e q u i p p e d  w i t h  r e g u l a t e d  b a t t e r y
c h a r g i n g  s y s t e m s . T h e  b a t t e r y  v o l t a g e  i s  c o m m o n l y  1 2  v o l t s ,
a l t h o u g h  8ome b a t t e r i e s  a r e  a v a i l a b l e  i n  o t h e r  v o l t a g e s .

(2) T h e  e n v i r o n m e n t  o f  a  T y p e  I I I  b a t t e r y  i s  a n
i n s t a l l a t i o n  i n  a  b a t t e r y  b o x ,  c o m p a r t m e n t ,  o r  s p a c e  i n  o r  n e a r
t h e  e n g i n e  c o m p a r t m e n t  o f  t h e  v e h i c l e  o r  e q u i p m e n t . T h e  b a t t e r y
w i l l  b e  s u b j e c t e d  t o  t h e  w i d e s t  t e m p e r a t u r e  r a n g e  o f  a l l  t y p e s .
T h e  t e m p e r a t u r e  r a n g e  i s  d e p e n d e n t  u p o n  t h e  l o c a l  c l i m a t e  a n d
u p o n  t h e  u p p e r  a m b i e n t 8  r e a c h e d  i n  o r  n e a r  t h e  e n g i n e  c o m p a r t -
ment. T h e  b a t t e r y  w i l l  b e  e x p o s e d  t o  h u m i d i t y  l e v e l s  t o
1 0 0  percents i n c l u d i n g  c o n d e n s a t i o n  d u e  t o  t e m p e r a t u r e  c h a n g e s .
T h e  b a t t e r y  w i l l  a l s o  b e  s u b j e c t e d  t o  v i b r a t i o n  a n d  l o w  l e v e l s  o f
m e c h a n i c a l  s h o c k  a n d  a c c e l e r a t i o n .

( 3 )  I n  usaRe, t h e  b a t t e r y  m a y  e x p e r i e n c e  v a r y i n g
demands s r a n g i n g  f r o m  s e v e r a l  e n g i n e  c r a n k i n g  d i s c h a r g e s  p e r  d a y
t o  v e r y  f e w  d i s c h a r g e s  p e r  m o n t h , d e p e n d i n g  o n  t h e  v e h i c l e  o r
equ ipment  usage . M o s t  e n g i n e  s t a r t s  o c c u r  within 5  s e c o n d s  o r
l e ss  a b u t  l o n g e r  d u r a t i o n s  o r  s e v e r a l  a t t e m p t 8  m a y  b e  n e c e s s a r y
i n  some instanceah T h e  b a t t e r y  i s  r e c h a r g e d  i m m e d i a t e l y  a f t e r
s t a r t i n g  u8e ( u n l e s s  t h e  e q u i p m e n t  h a s  m a l f u n c t i o n e d ) . It  may
a l s o  p r o v i d e  a u x i l i a r y  power t o  l i g h t s ,  r a d i o s ,  o r  a c c e s s o r i e s
when the engine is not running. B e c a u s e  o f  t h e  e x t r e m e  c o n d i -
t i ons  and  demands , a s  w e l l  a s  t h i n n e r  p l a t e  c o n s t r u c t i o n ,  t h e s e
b a t t e r i e s  t e n d  t o  s h o r t e r  l i f e  t i m e s .

(4) B e c a u s e  t h e s e  (TyDe I I I )  b a t t e r i e s  a r e  f o r  u8e i n
m o b i l e  a p p l i c a t i o n s  a n d  d o n ’ t  n o r m a l l y  r e q u i r e  h i g h  ( r e l a t i v e )
c a p a c i t y , t h e y  t e n d  t o  b e  p o r t a b l e  b y  o n e  p e r s o n . They  are
m o d e r a t e  i n  p h y s i c a l  s i t e  a n d  a r e  d e s i g n e d  w i t h  l a r g e  c e l l  p l a t e
s u r f a c e  a r e a s  t o  p r o v i d e  h i g h  c r a n k i n g  c u r r e n t . RV and some
m a r i n e  b a t t e r i e s  ( c o m m e r c i a l  d e s i g n a t i o n s )  t e n d  t o  h a v e  a  l o v e r
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d i s c h a r g e  r a t e  c a p a b i l i t y - - i n t e n d e d  m o r e  f o r  l i g h t i n g  o r
a u x i l i a r y  p o w e r - - and g r e a t e r  t o l e r a n c e  o f  d i s c h a r g e  t o  d e e p e r
l e v e l s  w i t h  s o m e  d e l a y  b e f o r e  r e c h a r g i n g  t h r o u g h  u s e  o f  t h i c k e r
c e l l  p l a t e s  o r  h e a v i e r  p l a t e  g r i d s . R V  o r  m a r i n e  b a t t e r i e s  m a y
b e  c o n n e c t e d  i n  p a r a l l e l  t o  p r o v i d e  h i g h e r  s t a r t i n g  c u r r e n t
c a p a b i l i t y . ’

(5) I n  p r a c t i c e , T y p e  I I I  b a t t e r i e s  a r e  g e n e r a l l y  o f
t h e  l e a d - a c i d  t y p e ,  d u e  t o  l o w  c o s t ,  n u m e r o u s  c o m m e r c i a l  s o u r c e s ,
a n d  f a m i l i a r i t y . In a i r c r a f t  a p p l i c a t i o n s  h o w e v e r ,  t h e  v e i g h t
c o m p a r i s o n a n d  e x t r e m e l y  h i g h  s t a r t i n g  c u r r e n t  n e e d s  u s u a l l y
r e s u l t  i n  t h e  s e l e c t i o n  o f  n i c k e l - c a d m i u m - a l k a l i n e  b a t t e r i e s .
S A E  S t a n d a r d  3 5 3 7  s h o u l d  b e  c o n s u l t e d  f o r  s t a n d a r d  s i z e s  a n d
t e r m i n a l  c o n n e c t i o n s  o f  T y p e  I I I  b a t t e r i e s . C l a s s  a n d  s t y l e  a r e
o p t i o n a l  (meet n e w  c a r  b a t t e r i e s a r e  c u r r e n t l y  C l a n s  2  o r
C l a s s  3 , a n d  S t y l e  A), d e p e n d i n g  o n  t h e  p a r t i c u l a r  a p p l i c a t i o n
needs a F A A  p o l i c y , a n d  c o m m e r c i a l  a v a i l a b i l i t y .

d D e e p  d i s c h a r g e  c y c l e  m o t i v e  ( T y p e  I V )  b a t t e r i e s  s h o u l d
b e  u s e d  i n  v e h i c l e s  r e q u i r i n g  b a t t e r i e s f o r  m o t i v e  p o w e r . These
v e h i c l e s  i n c l u d e  i n d u s t r i a l  e l e c t r i c  f o r k l i f t  t r u c k s  a n d  trans-
porter8) g o l f c a r t s , a n d  e l e c t r i c  v e h i c l e s .

(1) Distinnniehing c h a r a c t e r i s t i c s  o f  t h e  T y p e  I V
b a t t e r y  a p p l i c a t i o n  a r e  v a r y i n g  d i s c h a r g e  l o a d s  a n d  e x t e n d e d
p e r i o d s  ( d a y s  o r  w e e k s )  i n  a  p a r t i a l l y  d i s c h a r g e d  s t a t e . B a t t e r y
s y s t e m  v o l t a g e 8  w i l l  b e  f r o m  6  t o  4 8  v o l t s  ( o r  h i g h e r  f o r  s o m e
e l e c t r i c  v e h i c l e s ) .

(2) T h e  e n v i r o n m e n t  o f  a  T y p e  I V  b a t t e r y  w i l l  d e p e n d
u p o n  t h e  a p p l i c a t i o n  - i t  m a y  b e  i n d o o r s  i n  a  f a c t o r y  r e s u l t i n g
i n  a  r e l a t i v e l y  n a r r o w  t e m p e r a t u r e  r a n g e  o r  o u t - o f - d o o r s  w i t h  t h e
t e m p e r a t u r e  r a n g e  d e t e r m i n e d  b y  l o c a l  c l i m a t e . T h e  b a t t e r y  w i l l
b e  s u b  jetted t o  m i n o r  (lov) l e v e l s  o f  v i b r a t i o n ,  s h o c k ,  a n d
a c c e l e r a t i o n .

(3) I n  usage,t h e  b a t t e r y  w i l l  b e  s u b j e c t e d  t o
m o d e r a t e  d i s c h a r g e  r a t e s  w i t h  s h o r t  d u r a t i o n  h i g h  r a t e  d e m a n d s .
T h e  b a t t e r y  m a y  e x p e r i e n c e  c o m p l e t e  d i s c h a r g e  i n  o n e  d a y ,
p o s s i b l y  t o  s u c h  d e p t h  t h a t  t h e  v e h i c l e  b e c o m e s  i m m o b i l e .  O r ,
t h e  b a t t e r y  m a y  b e  d i s c h a r g e d  a  small  p e r c e n t a g e  o f  t o t a l
c a p a c i t y  e a c h  d a y  f o r  s e v e r a l  d a y s  o r  w e e k s  r e s u l t i n g  i n  e x t e n d e d
p e r i o d 8  i n  a  s t a t e  o f  p a r t i a l  d i s c h a r g e .

(4) Type I V  b a t t e r i e s  t e n d  t o  b e  l a r g e ,  a p p r o a c h i n g
l i m i t 8  d i c t a t e d  b y  e q u i p m e n t  m o b i l i t y , i n  o r d e r  t o  p r o v i d e  h i g h
c a p a c i t y  a n d  h i g h  p o w e r  l e v e l s . T h e  e x t e n d e d  p e r i o d s  o f  p a r t i a l
d i s c h a r g e  a n d  p o s s i b l e  d e e p  d i s c h a r g i n g  m a k e  t h e  a n t i m o n y  a l l o y
g r i d s  m o r e  s u i t a b l e  i n  T y p e  I V  b a t t e r i e s , a l t h o u g h  c a l c i u m  a l l o y 8
m a y  r e s u l t  i n  b e t t e r  c h a r g e  r e t e n t i o n  d u r i n g  l o n g  s t a n d  t i m e s .
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(5) xn wactioQ, Type IV batteries tend to be of the
lead-aoid type, due to the large capaoitlea and lower initial
oo8t 0 They al8o require more frequent equalize charging due to
long 8tand time8 and deep diboharging. Higher water consumption
re8ult8 because of equalize oharging. The Society of Automotive
Engineer8 ha8 establi8hed Aero8pace Recommended Practice ARP 1817
to de8cribe industrial, lead-acid batteries for use in electric
powered ground support equipment, offering a 8pecifioatlon-type
of battery description which may be useful when reviewing
manufacturer8 literature. Class and 8tyle are normally Cla88 1,
Style A.

8. ~nera~cv 1lRhtiw or Dortablg test equipment batteries
(Type V) are used to provide eleotrio power to building light8
that operate when oommercial power fails or to operate portable
test equipment. Emergency lighting in building8 18 required by
building oode8 to illuminate exit ways and exit8 for oooupant8.
Some portable t88t equipment require8 electrio power for opera-
tion and an internally in8tall8d power 8ource may be most
suitable.

(1) JliatlnnuiahLpn  a~aracteriatlc~ of the Type V
battery applioation are relatively low and 8teady discharge -
current8 with recharging when ooamer~ial power is available.
They are maintained In a full 8tate-of-c!harge by float oharglng
between u888. Beoauae of the low power and bhort duration
di8oharg88 required, or portability n8ed8, they tend to be small
in aize.

(2) The enrlroppaent of a Type V battery 18 typically
that for an indoor8 area ocoupied by personnel. Portable t88t
equipment might experienoe Intermittent we out-of-doors, but
environment extreme8 would be limited by the equipment operating
capability. Most portable test equipment would, how8ver, require
a battery with all-position oapabllity. And 8om8 portable te8t
equipment would experience low level mechanical shook.

(3) wuaans, the Type V battery in8talled in
emergency lighting systems will erperlenoe ea8entlally the same
operation aa the Type I stationary battery, di8oharging  when
primary power f8118. Portable t88t equipment batterie8 would
probably be u88d more often. Becau88 the Type V batterie8 power
equipment and lighting that may not have voltage autoff protec-
tion, Type V batter188 are more likely to erperienoe deep
di8charging, continuing until the equipment fall8 to provide
required performance and bometiaes until the battery voltage
r8aOh88 zero. Energenoy lighting in exit waya may be required .
for only a few minutes which would result in a high rate battery
discharge (15 minute8 would b8 a 4 C rate). MO8t portable t88t
equipment applioationa  would b8 at a muoh lower rate. Type v
battery dlacharge current8 muat be accurately described.
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(4) D to the normally low total watt-hour (low total
power or short duration discharge) needs of emergency lighting
systems and portability requirements for portable test equipment,
Type V batteries tend to be small in physical size. Some
stationary emergency lighting systems may use small Type I
stationary batteries, provided that the equipment has discharge
voltage cutoff protection. Emergency lighting batteries should
generally be Class 2 or Class 3, requiring low or no maintenance
and may be Style A (unless all-position capability will be
required) or Style B. Portable test equipment batteries must be
Class 3, Style B, to allow for the possibility of all position
operation.

(5) Jn vactice, Type V batteries are commercially
available in both lead-acid and nickel-cadmium-alkaline electro-
chemistries. The selection of electrochemistry may be dictated
by initial cost, sizes available, life cycle cost analysis, area
chemical compatibilities, or keeping the same part number when
making replacements. Suitable batteries are usually available
from numerous sources. (When desirable to operate without
charging capability, primary batteries might be considered due to
their long stand time capability and higher energy density
(capacity) .) Numerous emergency lighting systems currently use
low - or no - maintenance cells (Class 2 or Class 3). Portable
test equipment tends to use Class 3, Style B nickel-cadmium-
alkaline batteries (installed as cells) when the required
capacity is relatively small and the battery is installed inside
the equipment. When the battery is carried along with the
equipment, but not mounted on or in the equipment, Class 3,
Style B lead-acid batteries tend to be used (except in hospital
equipment, which usually employs nickel-cadmium-alkaline bat-
teries).

f Renewable enerav storage batteries (Type VI) are used
for electrical energy storage with solar cells, wind-driven
generators, or other renewable energy sources. These systems may
be used in locations where access is limited or in remote areas
away from commercial power sources. As Type VI batteries are
categorized based on the use of renewable energy sources for
charging, they can be applied in almost any system where suf-
ficient renewable energy (wind, solar, geothermal, etc.) is
available, along with adequate energy conversion and charging
devices.

(1) Pistinnuishina  characteristics of the Type VI
battery application are normally a daily cycle routine of
discharge while the renewable energy source is unavailable and
recharge when the renewable energy source becomes available.
These applications normally use a battery of sufficient capacity
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to operate the system for more than one day (cycle) - up to 4 or
5 days in some cases - without significant recharge, in order to
allow for the possible unavailability of the renewable energy
source.

(2) The environment of a Type VI battery is typically
that of a covered battery box, equipment compartment, or other
shelter which has no ambient conditioning (heating or cooling)
other than venting to the ambient air outside the facility. The
temperature range will be determined by the local climate and
insulating performance of the installation. The environment of a
typical application will be free of vibration, shock, and
acceleration. Humidity levels may reach 100 percent, including
condensation due to temperature changes.

(3) Jn usaRe, the Type VI may not be fully recharged
after each discharge period. However, the charging system should
be capable of eventually returning the battery to a state of full
charge for more than half of the battery lifetime. Discharge
rates will vary according to the application. Discharge capaci-
ties will be determined by the individual cycle needs and the
desired amount of reserve capacity for extra cycles without
signif icant recharge, as well as battery charger capability.

(4) Due to possiblv limited accessibility of the
intended installation, these (Type VI) batteries may or may not
require portability considerations for physical size and style
(Style B versus Style A). Also, accessibility may limit mainten-
ance visits, requiring Class 2 or Class 3 (low or no mainten-
ance).

(5) In practice, Type VI batteries are available from
several manufacturers, sometimes under the description of
photovoltaic or solar batteries. Battery use in renewable energy
storage applications requires thorough consideration of charging
capabilities, availability of the renewable energy, and the needs
for assurance of availability of equipment operating power, in
addition to discharge loading.

13 l LEAD-ACID.

a. Theory and Chemistrv The lead-acid battery consist of
positive and negative electrod& which are separated from each
other, sequenced in pairs, and immersed in an electrolyte
solution of sulfuric acid. In the fully-charged condition, the
active material of the positive electrode is lead dioxide (Pb02),
and the active material of the negative electrode is lead (Pb).
As the cell is being discharged, the lead dioxide of the positive
electrodes, and the lead of the negative electrodes is converted
to lead sulfate utilizing the sulfuric acid electrolyte by the
following reaction:
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Charned C o n d i t i o n D i s c h a r g e d  C o n d i t i o n

Pb02 + Pb + 2 H2S04
2 PbS04 + 2 H20

T h a t  i s ,  l e a d ,  l e a d  d i o x i d e , a n d  s u l f u r i c  a c i d  a r e  c o n s u m e d ,  a n d
l e a d  s u l f a t e  a n d  w a t e r  p r o d u c e d . During the process, the
e l e c t r o d e 8  r e m a i n  i n s o l u b l e : l e a d , l e a d  d i o x i d e ,  a n d  l e a d
s u l f a t e  a r e  r e l a t i v e l y  i n s o l u b l e  i n  t h e  s u l f u r i c  a c i d . B a t t e r y
c a p a c i t y  i s  d e p e n d e n t  u p o n  t h e  a m o u n t  a c t i v e  m a t e r i a l s  i n  t h e
p o s i t i v e  a n d  n e g a t i v e  p l a t e s , t h e  q u a n t i t y  a n d  c o n c e n t r a t i o n  o f
t h e  e l e c t r o l y t e , a n d  t h e  d i f f u s i o n  r a t e  o f  t h e  e l e c t r o l y t e
t h r o u g h  t h e  s e p a r a t i n g  m a t e r i a l s . T h e  c o n d u c t i v i t y  o f  t h e  a c t i v e
mater ia l8  s the  suppor t ing  ne twork  s a n d  p l a t e  s t r a p s  a l s o  e n t e r
i n t o  t h e  d i s c h a r g e  c h a r a c t e r i s t  its.

b T h e  L e a d - A c i d  S y s t e m  I s  R e v e r s i b l e . When  current  i s
f o r c e d ’ t h r o u g h  t h e  c e l l  i n  t h e  o p p o s i t e  d i r e c t i o n  o f  c u r r e n t f l o w
d u r i n g  dischqrge, c h e m i c a l  r e a c t i o n s  c o n v e r t  t h e  d i s c h a r g e d
m a t e r i a l s  ( l e a d  s u l f a t e  a n d  w a t e r )  t o  l e a d  d i o x i d e  a n d  l e a d ,  a n d
r e l e a s e  s u l f u r i c  a c i d  i n t o  s o l u t i o n . A  s i n g l e  d i s c h a r g e  f o l l o w e d
b y  a  c h a r g e  i s  d e f i n e d  a s  a  c y c l e . A f t e r  a  n u m b e r  o f  cyclee,  a
c e l l  w i l l  f a i l  t o  d e l i v e r  i t s  r a t e d  c a p a c i t y  b e c a u s e  o f  c e r t a i n
i r r e v e r s i b l e  c h a n g e s  t h a t  o c c u r  d u r i n g  c y c l i n g . T h e  t y p e s  o f
c h a n g e s , a n d  c o n s e q u e n t l y  c y c l e  l i f e  s v a r i e s  a m o n g  t h e  d i f f e r e n t
l e a d - a c i d  s y s t e m s , a n d  a r e  s e n s i t i v e  t o  s u c h  p a r a m e t e r s  a s  d e p t h
o f  d i s c h a r g e , d e g r e e  o f  o v e r c h a r g e ,  c h a r g e  r a t e ,  e n v i r o n m e n t
d u r i n g  s e r v i c e , e l e c t r o d e  c o n s t r u c t i o n , a n d  s e p a r a t o r  m a t e r i a l s .

c . C a p a c i t y  R a t i n g s . O n e  mea8ure  o f  c a p a c i t y  i s  ampere-
h o u r s  a n d  i s  m e a s u r e d  b y  m u l t i p l y i n g  t h e  c u r r e n t  d r a i n  t i m e s  t h e
d u r a t i o n  o f  t h e  c u r r e n t  d r a i n . T h e  A m p e r e - h o u r  r a t i n g  o f  a  lead-
a c i d  s t a t i o n a r y  b a t t e r y  i s  b a s e d  o n  a n  8 - h o u r  d i s c h a r g e  p e r i o d  t o
a n  e n d  v o l t a g e  o f  1 . 7 5  V / c . T h e  a m p e r e - h o u r  r a t i n g  o f  a  b a t t e r y
w i l l  d e c r e a s e  a s  t h e  d i s c h a r g e d  r a t e  i s  i n c r e a s e d . T h e  r a t i n g s
l i s t e d  f o r  s p e c i f i c  m o d e l  b a t t e r i e s  a r e  u s u a l l y  b a s e d  o n  a
s p e c i f i c  g r a v i t y  o f  1 . 2 1 0  o r  1 . 2 1 5  a l t h o u g h  f o r  s p e c i f i c  a p p l i c a -
t i o n s  ( e . g . , p h o t o v o l t a i c )  a n d  o t h e r  t y p e  o f  b a t t e r y  c o n s t r u c t i o n
a  m o r e  c o n c e n t r a t e d  ( h i g h e r  s p e c i f i c  g r a v i t y )  e l e c t r o l y t e  m a y  b e
used l F o r  a  s p e c i f i c  a p p l i c a t i o n  s u c h  a8 l o w  o r  h i g h  t e m p e r a t u r e
environment8 a t h e  n o r m a l  s p e c i f i c  g r a v i t y  e l e c t r o l y t e  o f  a
s t a n d a r d  b a t t e r y  c a n  b e  r e p l a c e d  w i t h  e l e c t r o l y t e  o f  h i g h e r  o r
l o v e r  ( r e s p e c t i v e l y )  s p e c i f i c  g r a v i t y  w h i c h  w i l l  c h a n g e  t h e
p e r f o r m a n c e  c h a r a c t e r i s t  its f r o m  t h a t  g i v e n  f o r  t h e  b a t t e r y  w i t h
t h e  n o r m a l  s p e c i f i c  g r a v i t y . E n g i n e  s t a r t i n g  b a t t e r i e s  a r e  r a t e d
i n  c o l d  c r a n k i n g  a m p s  a n d  r e s e r v e  c a p a c i t y .  C o l d  c r a n k i n g  a m p e r e s
i s  t h e  n u m b e r  o f  a m p e r e s  a b a t t e r y  w i l l  d e l i v e r  a t  0 d e g r e e
f a h r e n h e i t  f o r  30 s e c o n d 8  t o  a  v o l t a g e  o f  1 . 2  v o l t s  p e r  c e l l .
T h e  r e s e r v e  c a p a c i t y  i s  t h e  n u m b e r  o f  m i n u t e s  a  b a t t e r y  w i l l
p r o v i d e  2 5  a m p e r e s  t o  a n  e n d  v o l t a g e  o f  1 . 7 5  v o l t s  p e r  c e l l .
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(1) mnDerature Effecta 0 Lead-acid batteries are
Sensitive to t8mp8ratUr8S above and below the normal room
temperature of 77 d8gr88 iahreaheit as listed in table 2-1 and
the following paragraphs:

(a) mh temPeratUr8 shortens the life due to
accelerated corrosion and deterioration of the plates and
separators by the electrolyte. Constant ambient temperatures of
15 degree fahrenheit or more above 77 degree fahrenheit will
typically cut the life in half. This affect can b8 partially
compensated for by reducing the specific gravity (activity) of
the 818CtrOlyt8.

(b) bow temeratura will reduce the available
Capacity of the battery. Dropping from the normal of '17 degree
fahr8nh8it to 40 degree fahrenheit will give approximat8ly  3/9
the rated oapacity. As the battery is discharged, the
818CtrOlyt8 specific gravity i8 reduced, thereby raising it8
freezing point and susceptibility of the battery to permanent
damage. A dimharged stationary battery could freeze at a
temperature as high as +I6 degree8 fahrenheit constant ambient
temperature.

(2) Ratea. The magnitude of the discharge
current affects th8 total quantity of ampere hour8 that the
battery can deliver before the battery voltage deereas to the
cutoff value. Rate capability depend8 basically upon the total
plate surfaoe area for each plate polarity. th8 plate 8urfaoe
area d8termin8s plate ourrent density for any given di8oharg8
ourrent. High-rate 0811s have more and thinner plater, than low-
rat8 ~811 of the same physical 8128. A8 the discharge rat8
inCr8a888 s the capacity available from any particular ~811
deCr8a888. additional factors affecting battery capability are
the eleotrlcal resistance of Internal conductor8, cell design

LABLE 2-l LEAD-ACID BATTERY CAPACITY CS TEMPERATURE

Electrolyte
Temperature

Percent Capacity
and Discharge Rate

“F 8 Hour 1 Minute

110 110 117
90 105 108
77 100 100
60 90 88
40 77 73
20 62 58
10 54 49
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geometry and construction, and chemical concentrations. Because
of the many variables affecting rate, a single precise descrip-
tion of rate effects on capacity cannot be developed for applica-
tion to all lead-acid batteries. Table 2-2 provides an example
of rate effects on the capacity of a particular lead acid
battery.

d l Charainq.

(1) Float Charge. A fully charged battery will
gradually lose some of its charge due to internal losses (termed
self-discharge). Proper float charging supplies enough electric
energy to over come these internal losses without causing
significant gas evolution. Float voltage is higher than the open
circuit cell voltage (see table 2-3).

(2) Eaualize Charging Equalize charging assures
completion of recharge, eliminating cell voltage imbalances and
electrolyte stratification. The schedule for periodic equalizing
charges will be determined by the cell type and operating
conditions (e.g., frequency and depth of discharges). Equalize
charging may be necessary as often as monthly. And some bat-
teries, such as low-maintenance (Class 2) and no-maintenance
(Class 3) should never need equalizing (and may be damaged by
heavy equalize charging). The antimony type lead-acid battery
may require more frequent equalizing charges. The antimony
battery will provide greater cycle life than the calcium battery.
when used for deep discharge cycling but at the penalty of more
frequent equalize charges and higher water usage because of the
equalize charging. Antimony does not retain its charge as well
as does the calcium, due to higher self discharge losses.
Equalize charging, while necessary in certain situations, must be

TABLE 2-2 EXAMPLE OF LEAD-ACID LOW RATE STATIONARY
BATTERY CAPACITY' VERSUS RATE

DISCHARGE RATE PERCENT CAPACITY

c / 4 6
c/18
c/10
C/8
c / 6
c / 5
c/4
c/3
c/2
1c

157%
139%
114%
100%
86%
79%
71%
52%
26%
1%

'NOTE: Capacity to cutoff voltage of 1.75 volts per cell, 77'F
ambient, C is the capacity at the 8-hour rate.
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carefully controlled to prevent battery damage due to water loss,
increased grid corrosion, plate warpage (from too great of
current), or excessive temperature. Along with hydrogen and
oxygen evolved during overcharge of lead-acid batteries, stibine
or arsine gases may be present. Stibine (SbH3) is a poisonous
gas resulting from any antimony present within the cell. Arsine,
also a poisonous gas, results from the presence of arsenic in the
lead plates. Stibine and arsine are removed with the other
evolved gasses by proper facility ventilation. Equalize charging
is indicated when the batteries are fully charged and:

(a) The temperature-corrected specific gravity of
the pilot cell of a floating battery has dropped more than 10
points (e.g., from 1.215 to 1.205) below its full charge reading.

(b) When the voltage of a cell on float is more
than 0.05 volts below the average of the cells in the battery.

l

e; Service Lif e . Exact discharge/recharge cycle life of
cells is difficult to predict due to the effect of varying
charge/discharge conditions (depth, rates, frequency of use) on
cycle life, Batteries consistently over charged will experience
a shortened life due to grid corrosion, over activity of the
electrolyte from the increased temperature and voltages, and an
increase in electrolyte concentration from water being driven off
of the electrolyte. High current rates will also cause the
plates to expand and contract and shed active material. Bat-
teries not completely recharged will suffer the same problems as
a battery allowed to stand discharged, resulting in a potentially
permanent sulfation of the battery plates. Shock and vibration
are harmful to the soft lead materials in a lead-acid battery,

TABLE 2-3, LEAD-ACID BATTERY CHARGE VOLTAGE

LEAD-ACID FLOAT EQUALIZE
BATTERY TYPES VOLTAGES VOLTAGE

Lead Antimony 2.19VK 2.3OWC

Lead Calcium 2.26v/c 2,34V/C

Automobile

Maintenance-Free 2.245V/C 2.395v/c
Ordinary 2.OlOV/C 2.2gv/c

Gelled Electrolyte 2.275V/C N/A
1
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causing loss of active materials from plates and structural
damage. Cracks in the insulation material between plates will
allow conductive deposits to form and internally short the cell.
Poor maintenance can allow external shorting through conductive
contamination of the battery case and internal contamination of
the electrolyte which can reduce its activity, increase corrosive
effects on the plates and connectors, and cause internal short-
ing, depending on the substance that causes the contamination.
Salt water entering the battery can result in the release of
chlorine gas, due to reaction with the positive plates. High-
rate discharges to low end voltages will shorten a battery's life
considerably. In general, a lead-acid battery should not be dis-
charged below 1.75 V/c. A discharged lead-acid battery should
not be allowed to stand for zn extended period in a discharged
condition or, because of suliation, it may not accept a re-
charge. Recharge should be initiated immediately if possible,
and within 2 days to minimize sulfation damage and grid corro-
sion. High-rate recharging of lead-acid batteries may also
reduce their life through heating, plate warping, or capacity
percent overcharge. Lead-antimony cells are capable of about 150
to 200 discharge/recharge cycles when discharged at the normal
8-hour rate to 1.75 volts per cell and recharged at a normal rate
to 2.15 - 2.25 volts per cell. Under the same conditions, lead-
calcium cells are capable of about 50 to 75 discharge/recharge
cycles.

f Storage. The storage area should be dry and clean. A
storage temperature from 60 to 80 degrees fahrenheit is pre-
ferred. Battery storage (charged and wet) at temperatures below
20 degrees fahrenheit could result in freezing of the electrolyte
in a wet cell (depending on the specific gravity) which may
damage the cell. Storage at temperatures above 90 degrees
fahrenheit can result in a shortened life, as well as faster self
discharge. Dry charged cells can be stored up to one year
without deterioration. The storage temperature should be as
constant as possible. Wet charged cells should not be stored
longer than 90 days without recharging. Large temperature
fluctuations will cause air to enter unsealed dry charged
batteries when they cool, and expel air as they become warm.
Every time air enters the dry charged battery, it will bring
moisture and air to th8 plate's active material, adversely
affecting them. However, wet and charged cells must be given an
Initial charge within 3 months from the date of shipment if the
battery is of the lead-antimony type and within 6 months if of
the lead-calcium type, to avoid sulfation of the plates.
Sulfation of the plates can adversely affect electrical perfor-
mance and expected life. If an extended storage period becomes
necessary, additional charges should be provided at 3 month
intervals. The extended storage of wet, charged batteries is not
recommended. Batteries that are to be removed from service
and stored should be charged, cleaned and stored as described
above for new wet, charged batteries.
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g re Modes.
performance requirements,

When the battery can no longer meet its
it is considered to have failed.

Causes of failure are normal ageing, manufacturing defects,
improper maintenance, misuse, and damage.

(1) Batteries can suffer from reduced capacity which
normally occurs gradually and is a failure mode that occurs with
warning and will allow time to correct without an interruption in
service. This type of problem occurs at the end of battery life
and can be caused from contamination and/or active material
shedding within the battery. Batteries also suffer from catas-
trophic failures such as open circuits and battery rupture. This
will typically be due to poor construction or improper mainten-
ance. This type of problem can occur without warning and cause
unplanned interruption of service.

(2) The main causes of aging failures are grid corro-
sion, cell  shorting, loss of active materials from plates, and
sulfation. Grid corrosion is oxidation of the plate grids caused
by overcharging and oxygen formation at the positive plate. As
grids corrode, they become brittle and lose structural strength
and capability to conduct electric current. Cell shorting, or
contact between conductors of opposite polarity, can occur
because of damage or accumulation of conducting material (shedded
active plate material) that forms a bridge between plates of
opposite polarity. Active material that is lost from plates can
no longer participate in the electrochemical reactions, resulting
in lost capability. Sulfation results from undercharging or
remaining too long in the discharged state. After sufficient
time to crystalize and harden, the sulfate can no longer be
converted by charging.

14 0 NICKEL-CADMIUM-ALKALINE a

a. Theory And Chemistry
cell involves little or no change

Operation of a nickel-cadmium
in electrolyte concentration.

The active material of both electrodes, in both charged and
discharged states, is relatively insoluble in the alkaline
electrolyte. Because of these and other properties, nickel-
cadmium-alkaline cells are characterized by long life in both
cyclic and standby operation, and by a relatively flat voltage
profile withln a wide discharge current range. In the discharged
state, nickel hydroxide is the active material of the positive
electrode, and cadmium hydroxide that of the negative. During
charge, nickel hydroxide, Ni(OH) is converted to a higher
valence oxide. And at the negat ie electrode,if cadmium hydroxide,

Cd(OH)2 is converted to a higher valence oxide. The overall
reaction is:
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Charged Condition Discharned Condltiog

Positive Negative Positive Negative
plate plate plate plate

2NlOOH + Cd + 2H20 -W-W--W >
< -wwww-w 2Ni(HO12 + Cd(OH)2

From the above formula it is obvious that the capacity is
dependent only upon the amount of material in the positive and
negative plates. The conductivity of the active materials, the
supporting network, and plate straps also enter into the dis-
charge characteristics of the nickel-cadmium-alkaline cells. A
nickel-cadmium-alkaline cell Is charged by forcing a direct
current through the cell In the direction opposite that of the
discharge current. In the discharged state, the material in the
interstices of the positive electrode consists mostly of nickel
hydroxide 9 and that in the negative is mostly cadmium hydroxide.
During charge, nickel hydroxide is converted to higher valence
nickel hydroxides (NiOOH;
trivalent state.

Ni[OH13), most of which are in the
Oxygen may be evolved by the positive 8lectrode

during charge. The amount of oxygen generated is determined by
the state-of-charge of the electrode, current density, and
temperature. As the state-of-oharge is increased, the fraction
of the current utilized to convert the remaining nickel hydroxide
is decreased. Similarly, when the current density is low (on the'
order of the C/100 rate), the charge efficiency is reduced to
such a degree that the cell never becomes fully charged. At high
temperatures the charge efficiency is lowered, and a higher
minimum current density is required to effectively charge a cell.

b
hours, l

0. A measure of capacity is ampere-
measured by multiplying the current drain times the

duration of the current drain. Large stationary nickel-cadmlum-
alkaline batteries are typically rated for several different
discharge rates in the referenoe literature. The dlaoharge rate
affects the nickel-oadaium-alkaline battery capacity that can be
withdrawn above cutoff voltage. Increasing the rate decreases
the available capacity. However, when compared with lead-acid
batteries, the magnitude of the change is nauch smaller.
Table 2-4 provides an example of rate effects on the capacity of
a particular nickel-cadmium-alkaline battery.

c. r8 Effeetq As with lead-acid batteries,
temperature also affects the ierforrance  of nickel-cadmium-
alkaline batteries. The effect on capacity, life, and the
freezing temperature Is discussed in the following paragraphs.

(1) CaDacitb As with a lead-acid battery, the
capacity of a nickel-cadmium-alkaline battery is dependent on the
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electrolyte temperature and discharge rate. Table 2-5 lists the
decrease in capacity for temperatures below 77 degrees fahrenheit
for discharge rates of 8 hours and 1 minute of a typical nickel-
cadmium-alkaline cell. The capacity characteristic varies
between cell type more than with lead-acid batteries. The

TABLE 2-4 EXAMPLE OF NICKEL-CADMIUM-ALKALINE
POCKET PLATE CELL CAPACITY' VERSUS RATE

DISCHARGE RATE PERCENT CAPACITY

lo-HOUR 105%
8-HOUR 103%
S-HOUR 100%
3-HOUR 961
l-HOUR 81%

300MINUTE 64%
l-MINUTE 5%

'NOTE: Capacity to cutoff voltage of 1.00 volts at 77 degrees
fahrenheit ambient. The 5-hour capacity is the baseline or
nominal rate.

manufacturer should be consulted for the discharge character-
istics for a specific cell. The increase in capacity above
77 degrees fahrenheit is usually ignored and the life effect is
also not significant unless temperatures are high enough
(130 degrees fahrenheit continuous ambient) to do short term
damage to the cells.

TABLE 2-5 NICKEL-CADMIUM-ALKALINE BATTERY CAPACITY VS TEMPERATURE

Electrolyte Percent Capacity
Temperature and Discharge Rate

OF 8 HR 1 MIN

77 100% 100%
60 95% 90%
40 84% 78%
20 75% 68%
0 65% 57%

- 2 0 56% 47%

(2) Freezing Temperature. The standard specific
gravity of the electrolyte in a typical stationary nickel-
cadmium-alkaline battery is 1.180 which is a safe condition down
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to -25 degrees fahrenheit. For extremely low temperatures a
specific gravity of 1.225 can be used which provides safe
operation down to -54 degrees fahrenheit. Specific gravity does
not change with state of charge in a nickel-cadmium-alkaline
battery.

d 0 CharQiag l

(1) Float Charm Nickel-cadmium-alkaline batteries
operating at temperatures fro; 60 to 80 degrees fahrenheit are
normally float charged at 1.40 to 1.42 V/c. Random variations in
temperature from about 40 to 85 degrees fahrenheit will have no
significant effect on the charging. If the operating temperature
is consistently high or low, some adjustment in the float voltage
must be made. This adjustment amounts to 1 percent per 8 degrees
fahrenheit. At low temperatures the float voltage is increased
and at high temperatures it is decreased.

(2) Pisch-rate Charge The batteries are recharged
automatically by the charger folliwing a discharge (e.g l 9 power
outage) at a voltage higher than the normal float voltage. This
higher voltage Is referred to as the high-rate oharge voltage.
Nickel-cadmium-alkaline batteries will accept ourrent at a much
greater rate than lead-acid batteries without permanent damage
(e.g., buckled plates) as long as the battery is not allowed to
heat to the point of boiling the electrolyte or softening the
case material. Hence, the term high-rate oharging. The recom-
mended high rate charge voltage varies from 1.50 to 1.70 V/c
depending on the manufaoturer*s  oell type. High-rate recharging
following a discharge can be avoided by raising the normal float
voltage. However, the water loss will increase. Table 2-6 lists
the effects of various float voltages on water oonsumption and
recharging characteristics of typical nickel-oadmium-alkaline
batteries.

e. Servfce Life. The life of a nickel-cadmium-alkaline
battery Is not affected by high temperature as much as lead-acid
batteries. At a continuous temperature of 115 degrees fahrenheit
the life of a nickel-cadmium-alkalina battery will be 65 percent
of the life at 77 degrees fahrenhelt while the life of a lead-
acid battery will be only about 27 percent of the 77 degrees
fahrenheit life. At 90 degrees fahrenheit the nickel-cadmlum-
alkaline battery life will be approximately 88 percent while the
life of a lead-acid battery will be approximately 50 percent of
the life at 77 degrees fahrenheit.

f Storage. The storage area should be clean and
A storage'temperature of 60 to 80 degrees fahrenheit is

dry.

preferred. Storage at temperatures down to -10 degrees
fahrenheit is safe. Storage at temperatures above 110 degrees
fahrenhelt should be avoided since at this temperature a

Chap 2
Par 14 Page 25



6g80.24A July 12, 1988

shortening of cell life begins. Unfilled cells can be stored for
an unlimited time. Filled cells that are to be stored for up to
1 year should be given a charge. Before storage the electrolyte
level should be checked. Electrolyte of the proper specific
gravity should be added if necessary to bring the level up. If
the plates are exposed and electrolyte is not available just
enough distilled or deionized water should be added to cover the
plates. When electrolyte becomes available it can be added to
bring the level up. The battery can then be charged and the
electrolyte specific gravity adjusted to the correct value.
Adjustment is accomplished by adding water or removing
electrolyte and adding water if the specific gravity is high. If
the specific gravity is low, the battery can be given an extended
charge, which allows electrolysis to take place and then adding
electrolyte.

TABLE 2-6, FLOAT VOLTAGE EFFECTS 0N
NICKEL-CADMIUM-ALKALINE BATTERIES

v/c Watering Recharging
Intervals Characteristics

1.40-l .42 2-5 years Equalizing charges required if
complete discharges occur more
often than once a year.

1 . 4 4 - 1 . 4 7

1.50-1.53

1.55-1.60

18-36 months Battery will be fully charged
even if complete discharges
occur as often as once per
month.

g-18 months Battery will be fully charged
even if complete discharges
occur as often as once per
week.

1-6 months Battery will be fully charged
even if complete discharges
occur as often as once per
day, Not recommended for
continuous use because of
excessive water consumption.

-~
N O T E : Unlike lead-acid batteries, nickel-cadmium-alkaline

batteries do not require periodic equalizing charges.

g Failure Modes, When the battery can no longer meet
its performance requirements, it is considered to have failed.
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Approaching the end of life a nickel-cadmium-alkaline battery
will gradually loose capacity. The only way to detect this type
of failure is to run periodic capacity tests on the batteries. A
more rapid type of faflure is caused by internal shorting between
plates of the battery cell. This type of failure is evidenced by
the affected‘ cell having a lower voltage reading on float than
the other cells in the battery.

(1) Memorv effect is an apparent loss of capacity
occurring in some nickel-cadmium-alkaline batteries, small sealed
cells, aa a result of regular shallow discharging at the same
rate to the same depth. When deeper discharging Is attempted,
the battery voltage drops off, as if fully discharged. Normally,
capacity can be restored by reconditioning the battery with a few
cycles of complete discharge and full recharge.

(2) Thermal rugawav is a serious failure, basically
being internal cell shorting during charge. In this condition,
the separator material has deteriorated and internal shorting
occurs. Internal temperatures rise and the charge current
increases, driving up the temperatures further. As the electrf-
oal energy is dissipated internally, damage Increases. The
battery will get hot, smoke, release hazardous vapors, and may
catch fire or explode. Nickel-cadmium-alkaline battery float
charging sbould be accomplished using chargers with a low current
limit to reduce the consequences of thermal runavay.
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CHAPTER 3. BATTERY SELECTION

6980.24A

15 CHAPTER OVERVIEW. This chapter offers guidance for
t&n and sizing of secondary (rechargeable) batteries for

selec-

application in FAA facilities and equipment. It is divided into
2 sections: section 1 describes the selection of new (original)
batteries, and Section 2 discusses selecting replacement bat-
teries. To assist in documenting battery requirements,
section 1 includes a data sheet format for collecting information
about the battery application. A quick reference guide, the
Battery Selection Flow Chart, is included at the end of
section 1.

SECTION 1. NEW (ORIGINAL) BATTERIES

16 SYSTEM APPROACH. The selection and sizing of secondary
batteries is an important step toward ensuring satisfactory
system operation. Battery selection may begin at the earliest
time the electrical parameters of the equipment can be defined.
Battery specifications and data published by manufacturers should
be consulted when comparing electrical parameters of battery-
using equipment with batteries that are commercially available.
Selection of commercial batteries inevitably involves some degree
of trade-off between performance ideals and commercial availabil-
ity. When possible, battery selection and sizing should be
coordinated with facility or equipment designing in relation to
the charge and discharge electrical parameters, battery space,
temperature environment, and ventilation for optimizing system
performance. Battery selection and sizing can be accomplished
using the procedures given herein and results compared with
recommendations from manufacturers.

17
needs

INITIAL PROCESS. When equipment or facility electric power
have been defined, it should be determined if a battery

power source is applicable. The guidance provided in the latest
edition of the Electrical Power Policy, Order 6030.20, and Power
Policy Implementation of National Airspace System, Order 6950.2,
should be applied in the determination of facility requirements.
If the equipment or facility cannot tolerate an unscheduled power
loss, or requires high reliability or portability, battery power
as either the primary or backup source is probably necessary.
Basic to these considerations are policy considerations and an
initial value analysis dependent on the application needs. If,
after initial value analysis, it has been determined that
secondary batteries are needed, selection of the battery may
begin. In the most difficult case, a new facility or equipment
has been or is being designed and will need secondary batteries.
Selection will include determining if the application environment
is suitable for batteries or needs modification and what
electrochemistry to use, in addition to determining battery
parameters.
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SHEET. Figure 3-1, The Facility Battery Selection Data
is intended as a working paper to use in collecting

information about the battery application. Completion of the
data sheet should be as accurate as possible, because it provides
basic information for selecting and applying the battery in the
system. The data sheet should be completed prior to or as the
first step in using the flow-chart battery selection procedures.
A discussion of entry information items follows the data sheet.

a. Selecting Office. This is the office code or identi-
fication of the person filling out the data sheet.

b
identiiies

Where Battery To Be Used (Facilitv/Eauipment)
the intended operational site of the battery;

This
ego 9

HIGH ALTITUDE VORTAC, INDIANAPOLIS, INDIANA or HIGH ALTITUDE
VORTAC, CONTINENTAL U.S. or All Maintenance Facilities, AN/XYC
PORTABLE DIGITAL VOLTMETERS. The description should always
include the equipment designation and type of facility. If the
battery will be used in only one specific geographic location,
that location may be included.

c. ADDlication or Use of the Battery to be Selected. The
intended application or use of the battery will lead to deter-
mination of battery type. Data entry should include a descrip- *
tion of the intended application or use in general terms for
mobility (stationary, mobile, man portable, other terms), using
equipment (relays, forklift, etc.), charging scheme (recharge and
float, equalizing recharge and stand, automotive regulated,
solar, wind generated, other terms), and discharging purpose
(engine starting, emergency lighting, motive power, normal
primary operating power, other terms).

d Scheduled maintenance interval
which maintenance

List the interval at
operations, including battery maintenance, will

be performed (six months, no scheduled maintenance planned,
etc.).

e. Maintainabilitv considerations. Other maintainability
considerations to be listed include whether or not battery
maintenance such as voltage measurements or water level measure-
ments or water addition can be accomplished with the system
operating, whether or not special provisions such as removal of
the battery from the equipment are necessary to test battery
capacity, and whether or not battery performance is monitored
remotely.

f SDecial reauirements includes requirements for all-
posit&n capability, special chemical compatibility, connection
of a gas collection manifold to battery vents, or other battery
physical capabilities not generally available.
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GURE 3-l. BATTERY FACILITY DATA SHEET

FACILITY BATTERY SELECTION
DATA SHEET

. Date

Selecting Office

Where Battery to be used (Facility/Equipment)

Describe application or Use of Battery to be Selected

Scheduled Maintenance Interval

MaIntainability  Considerations

Special Requirements (All-Position Use) (Chemical

Compatibility) (Gaming Manifold) (etc)

Remarks
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UY FACILITY DATA SHEET
(Continued)

FACILITY BATTERY SELECTION DATA SHEET

Facility Application Environments (Operational Battery Ambients)

Minimum Expected Temperatur8 OF Duration

Maximum Expected Temperature OF Duration

Normal Expected Temperature OF Duration

Describe Unusual Conditions (Shock) (Vibration) (Rain)

(Sunlight) (Altitude) (Dust) (etc.)

Battery Discharge Load Profile Into Equipment

Maximum Voltage Tolerated Volts'1

Lowest Voltage for Required Performance
)r

Volts

Maximum Current (inrush, splkes) Amps

Normal Operating Current Amps

Complex Load Considerations (see Appendix 1

--_-~ ~~ _ _~

Discharge Duration

Maximum Calculated Ampere-Hours Capacity (Inolude any

design safety margins) Ampere-Hours

Anticipated Frequency of Deep 075%) Discharge %
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IGURE 7-l BATTERY FACIUTY DATA SHEET
(Cant inued)

FACILITY BATTERY SELECTION DATA SHEET

Charge Characteristics Available

Charger power from: (Commercial line, renewable energy,

etc.)

When is Recharge Started

Tine Available for Recharge Hours

Maxfmum Voltage to Battery Volts

Maximum Current to Battery Amps

Method of Recharge (Constant Potential)

(Constant Current) (Hybrid Description) (Pulse Charging)

MiaoellaneoudOther

8
0 A reuru section is Included to use for pertinent

notes or oomments.

h
expectid temperature values,

ts inolude the
durations, and unusual environments.

(1) Th8 8m8ct8d t8mperatur8 values are the expected
ambient8 a t  t h e  b a t t e r y  locration. The durations may be expressed
as a cumulat$ve percentage of a calendar year and may Include a
daily (or other) duration limit for continuous exposure.
Temperature expectations may be determined from c!limatic  charts,
facility criteria, or actual measurement8.

(2) Unusual envlroumentaa conditions to be 118ted
includ8 expect8d shock or vibration (describe levels, other known
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paraneter8) t unprotected battery expo8ure to rain, dire&
sunlight, or oheniaal du8t8, altitude8 greater than 10,000 feet,
etc.

(3) Jifent&latioq that ia available shall be described.
The type of ventilation, Le., 8eparate ventilation fam, fr88h
make up air a8 part of the heating and aooling 8y8t8!E or special
ventilation nanifold8. The quantity of ventilation air In cubio
feet per minute if available. The amount of natural infiltration
due to the type of structure, Le., old zstructure or new well
insulated and 88al8d 8truoture.

I
equlpna~nt,

n(~ load profile Into
a de8oription  of the battery di8oharge 18 developed.

(1) Maw volt- tolerated is the maximum voltage
value from the battery that the equipment can tolerate without
equipment damage oaaurring. If thi8 value differ8 from the
maximum value for required equipment operation (performance),
both value8 should be noted.

(2) Govest volt- for required performanae  18 the
lowe8t voltage value from the battery that the equipment can u8e
to provide required performance.

(3) m Current (inrush, apikea) 18 the highmt
current value that the equipment will require from the battery.

(4) l!orma oDerati= current 18 the aontinuou8, 8t8ady
8tate, or average current that the battery will be expected to
provide to the equipment.

(5) Complex load conaideratlon8, de8aribed in
appendix 1 g are applicable for capaalty determination In aam
involving non-uniform or Irregular di8charge aurrent8. The
complex load d88cription  should be 8ummariz8d in the 8paae
provided. If the load profile 18 aomplsr--generally apeaking,
not a fixed reahtanaa  load or constant wzrrent load--the exact
load profile definition (graph or equation) may be required for
purpo8e8 of rate and aapaoity  determination8.

(6) Duhae duatlop la  the time ( to ta l ,  unlnter-
rupted) In hours, that the battery ia required to provide power to
the equipment. If there are no mean8 8uoh a8 voltage cutoff
relay or timer within the equipment to autonatiaally 8top the
discharge, and manual termination of the dl8aharge might not be
aaaomplished, then the battery might be over-di8aharged to a8 low
a8 zero Volts. Thi8 po88ibility  of over di8aharging to zero
volt8 8hould be Included, along with the planned disoharge
duration.

(7) ne rnari~urn ampere-hour oapacity, including any
design safety margin in accordanoe with ourrent FAA policy or

Page 3S
Chap 3
Par 18



July 12, 1988 6980.248

circumstances should be calculated and entered on the appropriate
blank. It should noted that this value is uncorrected for
temperature, rate, or other variations. If capacity is being
specified for automotive batteries in terms of seconds of cold
cranking time, rate and rating temperature should also be
specified along with reserve capacity. The data sheet term
AMPERE-HOURS should be marked out and the appropriate unit terms
Inserted for automotive batteries.

(8) The anticioated frequency of discharging to
greater than 75 percent of calculated capacity should be entered
in the appropriate space, expressing the frequency as a
percentage of the total number of cycles that the battery will
experience. For Type VI renewable energy storage batteries, the
total number per year of anticipated occurrences of discharging
more than 75 percent should be given.

3 arp1e characteristics, all available detail8 of
charger performance are entered. If the charger parameters have
not been defined because the charger ha8 not been aelected, then
so note and change the data sheet sub-heading to charge charac-
teristics required.

(1) The source of power to the battery charger should.
be entered in the appropriate blank.

(2) The auestiog, WHEN IS RECHARGE STARTED? should be
answered with, when engine starts, when commercial power is
available, or other appropriate description.

Note: If delay of the recharge for more than 2 day8 is
anticipated, this fact must be Included.

(3) Time available for recharge In hours should be
listed. Current FAA practice is that the time for recharging
shall be greater than or equal to twice the discharge time, but
in no case greater than 24 hours, according to the formula:
(2 l discharge duratlon)<(recharge duratlon)<(24  hours).

(4) The maximum voltane to battery is the highest
voltage that will be available to the battery from the charger.
If the charger ha8 2 voltage steps such aa for recharging at a
low rate, followed by equalize charging or for equalizing
recharge followed by float, both voltage values should be
listed. If the charger has an adjustable voltage range, the
range should be listed.

(5) urrent to battery is the highest
current that the charger can deliver to the battery. If the '
charger has different current capabilities, the capabilities
should be described as were the voltage values. Generally, the
maximum charging current available should not exceed the maximum
discharge current required. If the charger will be providing
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. .
operating p&r to the equipment at the same time It Is recharg-
ing the battery, the maximum charging current available should
not exceed twice the maximum battery discharge current. If the
charging method is by constant current (see next entry), the
current should result In replacement of 110 percent to
125 percent of the battery capacity (greater than 100 percent due
to battery charge efficiency losses) in the time allowed for
recharging. For recharging by the constant current method,
actual battery charge efficiency must b8 determined, as well as
the amount of overcharge that the battery can withstand wfthout
damage or hazardous release of stlbine or arsine gases (from
lead-acid batteries containing antimony or arsenic).

(6) The iptended method of recharge should be
described in the appropriate space. The most common recharge
method for lead acid batteries i8 a one-or two-step constant
potentfal recharge with a current limit that Is low enough to
prevent battery damage but high enough to allow complete recharg-
ing well within the allowable time. Nickel-cadmium-alkaline
batteries ace typically recharged by the constant current method.

k Miscellaneous/other allows recording of pertinent
cornme& or additional information at the discretion of the
person filling out the data sheet.

19 0 NEia (ORIGINAL) BATTERY SELECTION.

a. St(bD 1. Collect D,C. Power Reauremepts Selection of
new (original) secondary batteries begins with coilectlon and
review of D.C. power requirements and facility details, Including
environment8. Complete the Facility Battery Selection Data Sheet
previously discussed to initfate the selection process. The
selection process will continue with determination of battery
type, Ch88, style, capacity, environment, number of cells and
voltage, charging requirements, maintainability, and remaining
parameters for speciflcatlon. In the end, availability, cost and
satisfaction of requirements should be considered to determine
realism. Value analyaia may b8 nece8sary, if electroch8mistry
ha8 not yet been 8818cted.

rv Tvne The type (FAA
re) of battery de8crib88 the Intended application in

FAA facilities or equipment. Battery design and construction is
influ8nC8d by intended u8e or application. A brief discussion of
the relation8hips  between type and typical applications follows,
with a more detailed discussion contained under the applicability
paragraph in Chapter 2. To 88lect battery type, determine from
the li8ted applications the one that best fits the Particular
need and 8peciiy the corresponding type number (reman numeral).

(1) Tvpe I batteries are designed to be maintained on
standby on continuous float charge with occasional discharge into
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loads such as uninterruptable  power supplies, switohgear, or
oommunications  equipment.

(2) TVD~ II and TVD~ III batteries are designed to
provide high currents for short durations to engine cranking
(starter) motors, followed immediately by recharging. Type II
batteries are used with stationary engines. Selection of
capacity of Type II batteries Is facilitated by referring to
engine start battery table, table 3-4. Type III batteries are
used with motor vehicles and are smaller and more resistant to
vibration than type II batteries. Descriptions of the
configurations of currently manufactured Type III batteries for
automotive applications are contained in Society of Automotive
Engineers Specification 5537.

(3) TVD~ IV batteries are designed for intermittent
discharging at moderate power levels (electric motor loads) with
extended stand time (days or weeks) in various states of di-
soharge. Type IV batteries are used to provide motive energy in
electric forklifts, transporters, and electric vehicles.

(4) TvDe V batt cries are normally of a sealed design,
used for low power discharging in portable test equipment or
emergency lights, and are normally recharged within 2 days after
use,

(5) TvDe VI batteries are designed for cycle use at
various depths of discharge and low to moderate power levels. A
significant portion of the cycle recharges will be incomplete,
such cycling being typical of solar power source or wind power
source applications.

c. Ster,. Determine Maiat nagse e Interval The class
(FAA nomenclature) of battery describes the maintainability of
the battery. To specify class, determine from the listed
maintenance intervals the class that fits the partioular
application, considering current FAA maintenance philosophy and
maintenance requirements of collooated equipment, the suitability
of the battery installation for accomplishing maintenance, and
the different amounts of work (maintenance operations) needed by
the different olasses. Then specify the corresponding class
number (arable numeral) see table 3-l. Additional diaousslon of
typical associations between class and type is contained under
the appllcabllity  paragraph in chapter 2. The relationship
between class and maintainability is described below,

(1) Class 1 (FAA nomeulature) regular (high) mainten-
ance batteries may require distilled water additions at sfx month
intervals to restore cell electrolyte levels. At l - y e a r  inter-
vals9 oell voltage and the electrolyte specifio gravity should be
measured, equalize charging should be performed, and battery
terminals should be cleaned, treated with corrosion preventative,
and retorqued, Note, that some battery charging methods auto-
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matioa1l.y  accomplish an equalizing recharge after every discharge
or on a daily basis through use of 2-step charging, high rate
time controlled oharglng, or daily boost charging controlled by a
timer or voltage sen8itlve relay. All Class 1 batteries should
be given an annual equalizing charge to achieve or verify the
fully charged state wherein the cell voltages are properly
balanced within the battery and, for lead acid batteries, that
the electrolyte  has the proper speolfic gravity without tending
to lnoreasa In value as the equalize charge is continued. (If
the speoific gravity of lead-acid batteries tended to increase,
the electrolyte may have been stratified, plate sulfatlon may be
decreasing, or significant water consumption due to electrolysis
may be occurring. If the electrolyte specific gravity remains
steadily below the proper value, excess water addition may have
oourred or sulfurla aaid may have been lost during specific
gravity measurements or through venting aerosol.) Class 1
batteries should be 8p8cified when FAA policy permits that level
o f  maintainablllty, the installation is suitable for it, and the
batteries may experience frequent deep discharging or abusive
conditions.

(2) Class 2 (FAA ngmqclature)  low maintenanae  bat-
teries may require water addftions at one-year intervals to
restore cell eleatrolyte levels. Typically, manufacturers
reaommend against high rate equalize aharging of low-
maintenance batteries. Automatic equalizing chargers should
have lower voltage limits, to provide lower rate equalizing. A
typical lower rate equalize aharge cell voltage limit for lead-
acid batteries would be in the range of 2.3 to 2.4 volts as
opposed to 2.4 to 2.7 volts for high rate equalizing. Class 2
should be specified when FAA policy permits or requires that
level of maintainability, the installation is suitable for it,
and the batteries will not experienae frequent deep discharging
or abusive aonditions.

(3) (FAA ngmenolature) 88aled, no-maintenance
batteries simply require no maintenance. Because these batteries
are sealed, there are generally no access provisions allowing
water addition. Sealed batteries may b8 damaged or destroyed by
extensive overaharglng. Typically, Class 3 batteries require
more precise aontrol of charging parameters, are slightly more
expensive to buy, and may experience shorter life times. Class 3
should be spealtied when FAA policy and the installation permit8
or requires that level of malntalnablllty and suitable batteries
are available.

d
nomenciatu

m Speaial Requirements The style (FAA
the battery basically desaribes the 88nSitivity

of the battery to being tilted more than 45 degrees or inverted.
If, during wet storage or use, it Is neaessary that the battery
be operated or positioned inverted or more than 45 d8gr888 from
the normal upright position, Style B must be specified.
Otherwise, Style A may be specified. Additional discussion of
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TABLE 3-1, MUNTENANCE INTERVAL

6 Months

Annual

No Maint.

Class 1

x

X

Class 2

X

Class 3

X

typical associations between style and type is contained under
the applicability paragraph in Chapter 2. The relationship
between style and position during storage and use is discussed
below.

(1) Stvle A (FAA nomenclature) batteries contain free
electrolyte or are orientation or attitude sensitive in some
manner. When the electrolyte is free to move about within the
cell, electrolyte stratification may occur in stationary cells.
In portable or mobile batteries with free electrolyte cella,
hydraulic washing action may erode active materials from the
plate surfaces or allow shedded, loose particles to accumulate
into electrical paths between plates of opposite polarity,
causing cell shorts. Style A batteries may spill electrolyte
when they are tilted too far from their normal upright position.
Or, when gassing during overcharge, electrolyte may be forced
from inverted Style A cells, due to internal pressure buildup.
During operation, Style A battery performance may change if the
battery is tilted such that some plate surfaces are not complete-
ly covered by electrolyte. Style A should be specified only when
the battery is to remain in its normal upright position.
Commercial batteries can generally be tilted up to 45 degrees
from the normal upright position without ill effects, but,
without invoking this specific requirement, there is no
guaranteed standard. This specific requirement of 45 degrees
tilt capability is included in the FAA battery specifications.
Style A batteries are more tolerant of overcharge than Style B
batteries, because water can be replaced in the electrolyte
during maintenance for Class 1 and Class 2. For Class 3, Style A
batteries, the cells generally contain hydrogen and oxygen
recombination means or excess electrolyte to allow lower rate
equalize charging. Style A battery cells are available in many
sizes and dominate the larger sizes.

(2) Stvle B (FAA nomenclature) batteries are not
orientation or altitude sensitive, meaning they can be used in
any position, including inverted, without variation in perform-
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anae. Additionally, the 8lectrolyte In Style B batteries is non-
8pillabl8, being constrained in a spongy Eat or immobilized in
the form of a paste or jelly. Because the electrolyte IS
oonstralned in the area of the cell plate Burfacea, the battery
may be charged and discharged In any position, and the electro-
lyte won't spill out when the Style  B battery is inverted.
Style B can only be applied to Class 3 bs;tteries, because water
cannot be added to the constrained electrolyte. Due to the
constrained electrolyte, Style B batteries  are sensitive to
significant overcharging, requiring close @ontrol of the charging
parameters. However, for some Style B battery designs, freezing
in the discharged state will not result fn phySica damage
(limited data available). Style B can only be applied to Class 3
batteries and must be specified when the b&ttery map be operated
or positioned more than 45 degrees from the norm&l upright
position (or inverted). Style B brtterfes are raostly available
in small or medium sizes, sltkough SOBa8 lerger 9128s bF8 becoming
available.

8. st0D 5,Determipe i f  s~irogP18~taLCogditlOnipg  is re-
cluired@ The battery environment ambient air temperature is the
most significant environmental concern, although vibration or
shock may be important In certain applications. Because battery
operation depends on 818ctroch8mical  reactions and the tempera- -
ture affects the rate of these reactions, battery capacity varies
direatly with the temperature and battery life varies inversely
with the temperature.

(1) xdeav. the bsttery ambient air temperature
should be in the range of 74 - 80 degrees fahrenhelt throughout
its life. If that is not possible, then consfdsration  should be
given to mlnlmlzlng the temperature deviations from the Ideal
range, or at least to minimizing the rate of temperature
changes. Otherwise, the battery will have excess capacity at
high temperatures in order to meet the low temperature
requirement and will deteriorate faster due to the necessary
higher specific gravity. The temperature ranges given in the FAA
battery specifioatlons  are approximately the maximum capability
for the batteries. Short duration excursions beyond the
specification low temperature extremes may not be significant,
because the battery mass vi11 require some time interval to reach
a new ambient temperature. And during low temperature operation,
the amount of power lost In overcoming the battery internal
resistance will varm the battery to a slight extent. However, at
low temperature the battery capacity is signlficantiy  reduaed and
the normal dlsaharge rate appears to the battery to be higher
than normal (when expressed in terms of available capacity).
Ambient temperature ranges oan be changed by heating, cooling,
insulating, or locating the battery underground or In a different
area of the facility. A heating or cooling source should not
cause localized temperature variations among various points
within the immediate battery vicinity.
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(2) the batterv environment ambient air temperature
is expected to exceed 122 degrees fahrenheit, then the ambient
air will have to be cooled or insulation provided. If the
magnitude and duration of temperature excursions above
122 degrees fahrenheit is limited to a few degrees for a few
minutes (less than an hour) and the battery will not generate
signlflcant internal heat (from internal power losses), then
Insulating the battery area may result In a satisfactory ambient
temperature. If the temperature excursion above 122 degrees
fahrenhelt Is more than a few degrees or for more than a few
minutes, or if, during discharge or charge, the battery
temperature rises sufficiently to cause the ambient temperature
to exceed 122 degrees fahrenheit, some method of cooling the
battery ambient temperature must be provided by the facility.
Cooling sufficient to limit the maximum battery ambient
temperature to 80 degrees fahrenheit is most desirable, but
value analysis may result in a higher temperature. Cooling
mechanisms include air conditioning (refrigeration), circulating
water bath. The method of limiting the maximum ambient
temperature should be determined on a case-by-case basis. The
value analysis should take in to consideration the cost of
replacing batterfes with the reduced life of high temperature
verses the cost of cooling the battery environment to a
temperature to adequately increase battery lffe. When the
battery temperature range is between 122 and 80 degrees
fahrenheit with the mean temperature remains near 80 degree8
fahrenheit the majority of the time environmental conditioning in
normally not required. These are the factors that must be .
considered in a value analysis.

(3) cow ambient temperatures reduce available capacity
and may result in eventual freezing of the electrolyte. If the
capability can be provided, the ambient temperature should be
heated to at least 32 degrees fahrenheit. If the temperature Is
below -20 degrees fahrenheit (for Types II and III) or +5 degrees
fahrenheit (for Types I, IV, V, and VI), heat must be provided or
nickel-cadmium-alkaline batteries will be used. If the
application  calls for large stationary batteries that may set
discharged for any length of time (Types I, IV, V, VI) or would
require the use of a low specific grcr,vlty  lead-acid battery, a
nickel-cadmium-alkaline battery will be selected.

f
recharie m

eo 6. Select batterv chsm&strv Time before
y be a factor in selecting batteiy chemistry.

Generally, batteries are recharged as soon as discharging has
been completed.

(1) bead-acid batterlea are sensitive to standing in a
state of complete discharge, as the sulfate formed by discharge
tends to crystalize and harden. Once the sulfate crystallizes
and hardens, it Is very difficult to convert it back to active
battery material during charge. Permanent sulfation results in
lost battery capacity. Discharged and sulfated lead-acid
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batteries will accept very little charging current when recharge
is finally attempted. Some success has ocurred during tests by
applying a high voltage (up to twice the normal voltage) with a
low current limit for a long duration using reduced specific
gravity electrolyte.

(2) Nickel-cadmium-alkaline batteries do not require
immediate recharging. If it is determined that the batteries
will be routinely left standing in the discharged state (75
percent or less charge) for more than two days, nickel-cadmium-
alkaline batteries will be used. If standing for as long as 2 or
3 days in the discharged state will rarely (less than once per
year) occur, the lead-acid electrochemistry may still be consid-
ered.

(3) Sulfation of a lead-acid batterv results in
varying degrees of permanent battery damage, depending on the
length of stand time, actual depth of discharge (percent of
active material forming sulfate), constituent ingredients in the
active paste materials of the plates, battery temperature, and
electrolyte specific gravity (the sulfate crystals tend to be
more soluble in very weak sulfuric acid). Because of the many
variables, prediction of exact sulfation damage is not possible.
If the extent of sulfation is not serious, capacity loss may be
temporary, lasting only a few cycles. In considering whether to
select lead-acid or nickel-cadmium-alkaline electrochemistry
based on time before recharge, 2 days should be considered
flexible with the shortest possible delay before recharging being
the most desired for lead-acid batteries.

(4) Delav of recharne after partial discharging is
routine in some battery applications. Industrial electric
transporters (Type IV batteries) are sometimes operated for 2 or
3 months before recharging, if they are used very little (not
completely discharging the battery). And Type VI renewable
energy storage batteries may experience l-3 days of delay in
recharging several times each year. Some harmful effects of
lead-acid battery sulfation are countered by the composition and
design of these battery types. Present lead-acid batteries can
stand charged for at least 3 months, with many being capable of
6 months charged stand before requiring recharge. The batteries
lose capacity due to Internal self discharge during open circuit
charged stand, but this lost capacity tends to be recoverable by
charging.

(5) Selection of electrochemistrv,  when based solely
on delays in recharge, should be accomplished on a case-by-case
basis after thorough consideration of all aspects. If it is

. anticipated that batteries will remain in the discharged state
for longer than two days, select nickel-cadmium-alkaline bat-
teries.
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g Step 7, Determine Batterv Capacitv Battery capacity
is a measure of the battery's capability to provide current above
a certain cutoff voltage for a period of time to using
equipment. Mathematically, it is the time integral of the
discharge current. The actual capacity delivered by the battery
is determined by the battery temperature and discharge rate.
Lower temperatures and higher discharge rates will reduce the
effective capacity of the battery and require selection of
batteries with higher rated capacity than what is calculated by
load requirements.

(1) If the batterv capacity capability is known, the
time duration that the battery will operate the equipment can be
determined. If the equipment operating time and current require-
ments are known or selected, then required battery capacity can
be determined. Equipment operating time requirements are
typically available and provide a starting point for capacity
calculation.

(2) The eauipment current requirements may or may not
be well defined. If only a maximum current requirement or
average (normal) current requirement is available, then capacity
must be calculated on that basis and refined when more descrip-
tive data is available. A steady, constant current load is the
simplest case, capacity being the product of current (in amperes)
multiplied by the time that the current exists.

Capacity(Ah) = current(amps) X time(hrs)

As variations in the current value are introduced, the calcula-
tion of capacity becomes more involved. A graph depicting
battery discharge current values (ordinate) with respect to time
of occurrence (abscissa) is called a discharge profile. If the
discharge profile is geometrically simple, e.g., a ramp slope, a
series of rectangular pulses, etc., geometric area formulas can
be used to calculate the total area under the discharge profile
curve, which is the capacity. If the discharge profile can be
described by a mathematical equation, e.g., a sine wave above
zero) and exponential, a parabola, etc., the total area or
capacity can be determined by mathematical integration. If the
discharge profile curve is mathematically complex, it may be
desirable to approximate the capacity by breaking up the
discharge profile into small sections, calculating the area of a
regular geometric figure (rectangle) that approximates the actual
area of the section under the curve, and adding the section areas
together to arrive at approximate capacity. (See appendix 1 for
complex load calculations.)

(3) Because temoerature affects the current needs of
some equipment, noticeably engine starters which have to crank
cold engines containing high viscosity lubricants or electrical
motors driving hydraulic pumps, the capacity needed by the
equipment at lowest operating temperature, normal operating
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temperature, and highest operating temperature must be
determined and compared. The available capacity from the
battery must be able to meet the greatest of the needs
determined. At this time, any design safety capacity margins not
included previously should be included and added to the capacity
values at lowest, normal, and highest operating temperature. If
the capacity needs increase with increasing temperature or are
greatest at normal operating temperature, then the values must be
corrected to a standard temperature. In this case the capacity
value that will determine battery size is the uncorrected value
that results in the greatest corrected value. See chapter 2 for
temperature effects on battery capacity and determine temperature
correction factors (capacities are typically corrected to 77
degrees fahrenheit). If the capacity needs increase with
decreasing temperature or remain the same, then the capacity
value that will determine battery size is simply the value at
lowest temperature. This value may then be corrected to 77
degrees fahrenheit for comparing with manufactures literature or
proposals.

(4) Having determined capacitv, the various aspects of
rate can be determined. Discussion of ways to describe the
discharge rate is contained under the battery ratings paragraph
in chapter 2. In the simplest case, the discharge profile is a
constant current load that discharges the battery in an integral
number of hours, allowing easy determination of C-rate or hour
rate (see chapter 2). For non-integral hours, it may be more
desirable to specify the actual current. If an hour rate is
desired, determine the exact hour rate, round down to the lower
integer hour rate, and correct the capacity value for rate
variation. In cases of a variable or complex discharge current
profile, the discharge rate description selected should be the
mean or median rate (whichever is more descriptive for the
particular discharge profile), along with maximum and minimum
values. For a discharge profile involving high peak currents
(spikes or pulses), the time of occurrence relative to the total
discharge duration (beginning or middle versus end) may be
significant in determining needed battery capacity. If the
battery must have the capability to support a sharp increase in
discharge rate (current) near or at the end of the capacity
discharge, then the total capacity required will be the sum of
the actual ampere-hours required by the discharge profile plus
the excess ampere-hours capacity necessary to keep the battery
voltage from dropping below the cutoff value when the high
current demand occurs. Since in this event, almost the total
ampere-hours actually required by the discharge profile have
already been removed from the battery, the actual ampere-hours
required by the discharge profile may be considered to have all
been removed at the highest rate. The capacity value of the
discharge profile, which is now considered to have been removed
at the highest rate, must be corrected to the hour rate, mean or
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median rate selected above for the battery (see chapter 2 for
discussion of capacity corrections for rate). This results in an
excess ampere-hour capacity above the quantity required strictly
by the discharge profile at the lower rate selected initially.
An indication of this capacity change is given in table 3-2 and
table 3-3 for lead-acid and nickel-cadmium-alkaline respec-
tively. Temperature correction of capacity should be
accomplished after rate correction.

h
voltage.

SteD 8. Selecting the number of cells and cutoff

(1) The number of battery cells required is determined
by cell electrochemistry and the equipment operating voltage
range. If the battery must remain connected to the equipment
during charge, the voltage value at completion of charge (includ-
ing equalizing and float voltages) must be within the equipment
operating range. If the battery will not remain connected to the
equipment during charge, then only the charged battery open
circuit voltage value need be within the equipment operating
range. To calculate the number of cells, divide the maximum
equipment operating voltage by the maximum charge voltage (or
open circuit voltage, whichever is applicable) of a single cell
of the desired electrochemistry (see Chapter 2 for voltage
values). The resulting quotient should then be rounded down.
This is the number of series-connected cells in the battery.

TABLE 3-2, EXAMPLE OF LEAD-ACID LOW RATE
STATIONARY BATTERY CAPACITY* VERSUS RATE

DISCHARGE RATE PERCENT CAPACITY

c/46
c/18
c/10
c/8
c/6
c/5
c/4
c/3
c / 2
1c

157%
139%
114%
100%

86%
79%
71%
52%
26%
1%

#NOTE: Capacity to cutoff voltage of 1.75 volts per cell, 77'F
ambient, C is the capacity at the 8-hour rate. When high rate
(<C/2 applications) batteries are required, different designs
should be used that do not conform to this sample table and
capacity should be stated in terms of maximum load current for
the time required.
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I OF NICKEL-CADMIUM-ALKALINE
POCKET PLATE CELL CAPACITY* VERSUS RATE

DISCHARGE RATE PERCENT CAPACITY

lo-HOUR 105%
8-HOUR 103%
5-HOUR 100%
3-HOUR 96%
l-HOUR 81%

SO-MINUTE 64%
l-MINUTE 5%

'NOTE: Capacity to cutoff voltage of 1.00 volt at 77 degrees
fahrenheit ambient. The S-hour capacity is the baseline or
nominal rate.

Batteries are commercially available in standard voltages such as
2 volts, 6 volts, 12 volts, 24 volts, etc. In these batteries
the actual voltages vary somewhat from the integral values, but
commercial equipment designed for these batteries will accept the
variations. In some of the larger systems, primarily stationary
systems where around a hundred or more cells may be connected in
series, the number of cells becomes flexible and non-standard.
For a fixed voltage value, say 225 volts, 100 cells would each be
at 2.250 volts (average), 99 cells would average 2.273 volts,
101 cells would average 2.228 volts, and so on. In these non-
standard cases, tradeoffs can be made between the total number of
series cells and average or individual cell voltages, to benefit
one particular electrochemistry or modify the cell voltages at an
end point (charge or discharge). The governing requirement is
that the battery must be capable of operating within the equip-
ment operating voltage requirements.

(2) Cutoff voltaae is the lowest voltage at which the
battery current is usable by the equipment. Certain equipment
has voltage sensing provisions and capability to turn itself off
when a pre-selected voltage value is reached. Other equipment
may terminate operation (and battery discharging) at a preset
time or duration. And some equipment may remain connected to the
battery until it is manually disconnected or turned-of, possibly
discharging the battery to zero volts. If it is probable that
the battery will be discharged to near zero volts or even below
an average cell voltage of leas than 0.8 volts per cell (varies
with manufacturer), then nickel-cadmium-alkaline electrochemistry
should be selected. See chapter 2 for voltage cutoffs for
various nickel-cadmium-alkaline battery designs. All battery
voltage cutoff calculations must allow for the line voltage drop
(due to line resistance) between the battery and the using

. equipment.
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(a) If the eauumeJlt has a time-based limit
(duration or approximate capacity) for terminating discharge, the
cutoff voltage can be,approximated  by determining the approximate
capacity and depth of discharge and correlating these values with
the theoretical or experimental cell voltage predicted at that
point (capacity or percent) for the selected rate and allow for
line voltage drop. Manufacturers' data relating voltages, rates
and capacities should be utilized for this correlation.

(b) If the equipment has an automatic cutoff at a
preselected voltage, divide the preselected voltage (with
allowance for line voltage drop) by the number of cells to
determine the cell voltage cutoff. If the cutoff voltage for the
equipment is above the voltage at which the battery is rated the
effective capacity of the battery will be reduced for the
particular application. If this situation occurs batteries with
higher rated capacity need to be specified because the complete
rated capacity of the battery is not available at the required
cutoff voltage. For lead-acid batteries, the individual cell
voltage cutoff point below which the cells will experience damage
or shorter lifetimes depends on the discharge rate, generally
1.75 volts for low to moderate rates, and from 1.75 volts to as
low as 0.8 volts (depending on manufacturer) for moderate to very
high rates. Some designs of nickel-cadmium-alkaline cells also
have voltage cutoff limits (see Chapter 2).

.
3 Step 9, Determine battery charger reauirements

Charger requirements are determined by the voltage and current
requirements of the equipment and the battery. The charger must
be capable of returning the battery to a state of full charge
within the time allowed. Need for equalizing charge capability
depends on the frequency of deep discharging. All chargers
should include manual adjustment capability (internal or
external) for maximum voltage and current limit capability to
provide flexibility to support batteries from various manufac-
turers. Nickel-cadmium-alkaline battery chargers are typically
of the constant current type, one-step or single current value
for time limited recharges and two-step recharge (current and
float current) for continuous chargi;ig. Lead-acid battery
chargers are typically constant voltage with a current limit.
Lead-acid battery chargers will have dual voltage capability, if
the equalize charging capability is included. For all battery
chargers, current FAA practice is that the time for recharging
shall be greater than or equal to twice the discharge time, but
in no case greater than 24 hours according to the formula:
(2*discharge duration)<(recharge  duration)<(24 hours). Current
capability should be such that a capacity equal to the capacity
discharged divided by the battery charge efficiency is returned
to the battery within the time allowed. Efficiency for lead-acid
is typically 85 percent and 68 percent for nickel-cadmium-
alkaline batteries.
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20 0 DETERHIHE BATTERY PARAMETERS.

a. Rep10in~ battarr parameters to be determined when
using th8 FAA battery apecificatlons  are discussed in the
aequenoe in which they are presented in the sp8cifioations.
Selection and specifying of detailed battery parameters is
necessary for procurement purpoaea. The general specifications
for batteries allow procuring batteries meeting general require-
ments, but many detail8 muat be specified for each application.

(1) Batterv Coatiop (Applicable only to lead-acid
batteries). The battery condition, when shipped, is either wet
and charged or dry and charged. The desired condition must be
determined from atorage conditiona expected. Battery condition
ahould be dry and charged for long term storage, or wet and
charged for Immediate operation. Battery are more hazardous in
the wet and charged condition, but requirea activation before
operation when dry and charged. When dry and charged batteries
are apecifled, delivery with or without electrolyte should also
be specified, aa determined by FAA policy considerations and
circumatancea at the time. To specify battery condition in the
lead-acid (only) specifloation, specify wet and charged or dry
and charged with or without electrolyte (when dry charged), aa
applicable. Before specifying dry charged condition, determine
if the existing charger oapabllitiea can provide suitable
aotlvatlon charging, typically 5 ampere8 current per 100 ampere
hours of capacity.

(2) Batterv Dimenaiou. To specify the battery
dimenaiona, apeclfy the dimenaiona available for the batt8ry
after aubtraoting  any necessary access apace for maintenance or
connection vhen In the equipment.

(3) PPL. To apeclfy the battery weight,
determine and specify the weight limitations for the wet, charged
battery mpports, including rack weighta when racks are to be
delivered with the battery.

(4) ?lQpe Arrester8
arrester8 are not to b8 lnclud;d,

Determine and specify that flame
if there ia no reasonable

chance for battery gaaaaa to be Ignited (auah aa when a sealed
battery, Claaa 3, la 8p8cifi8d). Flame arresting venta are
automatically required by the apeciflcation, unleaa otherwias
specified. Alao apeclfy vent provlaiona required for aonneotlng
to an 8xhau8t  manifold, If manifold provialons are included in
facility requirementa (see chapter 4).

(5) Batterv Termi~l ConfinuratioQ Determine and
specify the desired battery terminal configurkon. The terminal
configuration muat inalude dimenaiona (shape and aize). Terminal
location8 on the battery should also b8 specified, although the
8p8cifiCation  do88 provide terminal locations when none have been
specified. The specification does specify terminal corrosion
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protection, terminal resistance, terminal strength and clear-
ancea. Terminal configurations and locations may be specified
wing industry standard numbers such as are available for
automotive batteries or by using dimensioned drawings or other
description. Any special functioning, such aa plug-in, twist-
lock, or quick disconnect capability should also be specified.
To specify terminal configurations and locations, specify the
terminal (positfve and negative) dimensiona, locations, and
special funotions (if applicable ) by means of drawings, lnduatry
standard numbers, or other description.

(6) Battery Handllnn Provislonp Determine and
specify the desired provision3 for handlini the battery. If no
handling provisions are specified, the handling provisions will
be as detailed in the specification. To specify battery handling
provisions, provide a dimensioned drawing and functional require-
ments or describe the handling provision design.

(7) Batterv Mountlnn Provisions Determine and
apeoify the desired provisions for mount& the battery in the
equipment or installation. If no mounting provision3 are
specif led, the mounting provisions will be as detailed in the
specification. To specify battery mounting provisions, provide a
dimensioned drawing and functional requirements or describe the
mounting provisions design.

b Batterv Item Level
item Gel.

Determine and specify the battery
If no battery l.tem level Is specified, the speclfi-

cation does provide the item level for single or multi-cell
batteries, as applicable. To specify the battery item level,
specify Item level (a) Single Cell Battery, (b) Multi-cell
Battery, (c) Cells or Cell Packs to be assembled into a Multi-
cell Battery after delivery, or (d) Cells or Cell Packs for use
as replacement or spares (reserves). (Note: FAA battery apecifi-
cation item level (c) cell or cell packs to be assembled into a
multi-cell battery after delivery requires the contractor to
provide all labor, hardware, materiala, and equipment necessary
to set up the battery for operation.) When this Item level Is
specified, the schedule for installation and Intended FAA
facility looation must also be apeoified, otherwise setup by the
contractor should be deleted from the requirements.

(1) Battery Environmental ReQuirementa 0

(a) Determine and sDeulfv the batterv environ-
plental reauirements If no environmental requirements are
specified, then the'battery environmental requirements will be aa
detailed in the specification. (See the previous disoussion
(lge.) for the temperature environment.) The environmental
requirements to be specified are the storage conditions, shipping
and handling conditions, and operating conditions, including
ambient temperatures, ambient relative humidity, altitude,
vibration, shock, and any other expected environment (such as
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aalt air, bloving sand and dust, sunlight, fungus, corrosive or
other abnormal atmosphere, etc.). Include details as to dura-
tiona, amount8, rates, application polnta, etc. The operating
functional shock requirement may be deleted for the Type V
battery in emergency lighting applications if the battery will
not be subjected to shock during operation.

(b) Vibration) may be a problem In some
application, particularly in aircraft and some vehicle or marine
installations. Withstanding vibration or shock requires a more
structurally sound battery, with restrainta to limit plate motion
and to prevent loss of active materiala from the plate surfaces.
If the vibration or shock environment is severe, oonsideratlon
should be given to providing vibration or shock isolators for the
battery installation. Determine and specify applicable vibration
and shock exposure parameters. The vibration and shock
requirements given in the FAA battery specifications can be
demonstrated by testing the batteries in accordance with other
apecifioatlona. The shipping and handling vibration test is
described in ML-STD-8lOd (19 July 1983), Basic Transportation.
Thi8 teat repreaenta shipment by common carrier land transport
for 1000 nilea. The operational vibration tests are from SAE
apsclf icatlon requirementa. The ahipping and handling shock test
Is deawibed In ML-STD-810D (19 July 19831, method 516.3, -
prooedure VI. The Type V battery operational shock test Is
desaribed in MIL-STD-810D (19 July lg83),  method 516.3, procedure
I, functional shock. Note: The operating (functional) shock .
requirement of FAA battery specificationa may be deleted for the
Type V battery in emergency lighting installation8 if the battery
will not be subjected to shook during operation.

( 1 Protection from DredDitation a.ad directC
wt 8hould normally be provided for the battery. The
altitude of most ground installations will not exceed 10,000
feet. Determine and specify applicable direct sunlight and
precipitation exposure parameters.

(d) 8-W. Determine and specify if
battery raok8 are to be included with th8 batteries and whether
or not the racks 8hould h&e m3isnfc  capability. Battery racks
are normally required only with Type I UPS batteries under item
level (0) oells or cell packs to be assembled into a multi-cell
battery after delivery rpld may be required for Type II batteries
under the same item level. To determine If seismic racks are
nec88aary, review chapter 4, Seismic considerations, contained in
this order. To specify battery rackb, specify if battery racks
are to be included with the battery and whether or not the racks
are to have aei8mic (zone 4) capability. I

b) Batterv Data Determine and specify if no
data i8 to be delivered with the’batteri88. The specification
requires that information necessary to prepare and operate the
batteries be delivered with the batteries. To specify no data,
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specify no data requfred. If other data (such as drawing or
performance graphs or tables) Is required, describe what data Is
necessary and specify the requirement in accordance with current
procurement procedure8 for obtaining data.

(f) First Article Determine and specify if
first article specification requirements apply. If first article
is required, the contractor must provide test samples and
accomplish first article tests. This requirement should normally
be reserved for very large quantity procurement, a8 it is
expensive and time consuming. The contractor incurs additional
expense for samples and tests, which will impact bid price and
schedule. The first article requirement inoludes components,
batteries, and preparation for delivery (battery packages). To
specify first article, specify first article i8 required, and
describe any special teats or circumstances.

(g) Qualitv Assurance Resoonsibilitv Determine
and specify who is responsible for accomplishing the'quality
assurance inspections (tests), if other than the aontractor.
Also determine and speaify what inspection facilities are to be
used 9 if other than those selected by the contraator. Unle8s
otherwise specified, the specification require8 that the contraa-
tor b8 responsible for the quality assurance inspectioas, which
may be accomplished in suitable facilities of the contraatorTs
choice. To specify otherwise, specify who, other than the
aontractor, is responsible for acaomplishing  the quality assur-
ance inspections and what facilities are to be used.

(h) or Sum~ipg T e s t  Eoment 0
Determine and specify who is responsible for supplying the
necessary te8t equipment. Unless otherwi8e specified, the
speaifiaation requires that the aontractor aupply all teat
equipment necessary for the speoificatlon  testa. To speaify who
is respon8lble for supplying the test equipment, specify the test
equipment provider and what equipment will be provided, including
a sahedule.

(i) Pr-aration Fok Deliveryr) To specify
preparation for delivery, provfde the informition required by
paragraph 6.3(i) of the battery specification  (level8 of preser-
vatlon, packaging, and packing required) as well as the informa-
tion required by paragraph 6.2 of MILTE-17555.

21 FLOW CHART SELECTION OF NEW (ORIGINAL) BATTERIES.
brief summery of guidance to battery selection,

As a
the following

battery selection (next page) flow chart and Appendix 3, Battery
Selection and Sizing Example 18 presented. This flow chart is
applied for selecting new (original) batteries.
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SELECTION FLOW CHART

Step 2.----------------. Select Battery Type
-Application . Type Ii

, ,
Types I, Ill through VI

Maintenance (Class)
Step 3----------------- -Interval

-Operations
\I/

Step 4-------------- Position Sensitivity (Style)
-Upright Only
-All Positions

1
SM

Engine Start
Battery Table

(Table 3-l)

9

Battery Routinely
Discharged YES,
Completely

(0.8Wcell or less) .
NO

Step 5.-----------------Temp. Environment
YES. W22 degrees F

Cool
Environment ’

. NO T<5 degrees F (Types I,IV,V,VI)
,T<-20 degrees F (Types ll,lll)

H Heat
Required
(Heat to
32deg.F)

VYES*
yL T<-40 degrees F

l

l

$ N O
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IGURE 3-2. BATTERY SELECTION FLOW CHART
(Continued)

‘Time >2 days, Time Until Recharge ,
(ComDlete Discharge)

Time <or= 2 days I

E-l
Step 8 ------------------------------------ -Standard Batteries

Step g---------------------  -------------  Charger Requirements

j ~~~2% /

Remaining Parameters
for

Battery Specification
-Terminals, weight,

mounts, etc:  - 1
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22 9. Battery replaaement should be
aoiomplished whewthe battery no longer provides required
oapacity or performanoe (with the oharger funationing properly),
when the battery life has exaeaded its design value, or at the
convenienoa of aohedullng and funding avallablllty  when the above
factors are expected to occur shortly. Multlaell batteries that
are not designed with replaoeable cells should be

4. REPLACEMENT BATTERY DATA

EXGIIE
kW

BATTBRT
VOLTAGE

WATT-HOURS
(8 Hour Rate)

5 32 2020
7.5 32 2660

10 32 3200
15 32 4100
20 32 4800
30 32 6000
50 32 7700
60 32 8500

100 32 10000
125 32 11000
150 32 12000
175 32 13000
200 32 13750
250 32 14750
300 32 15500

NOTE: To compute battery oapeclty In ampere-
hour8 (for a partloular  size generator), dlvlde
the WATT-HOURS oolunn by the BATTERY VOLTAGB
ooluan. u8e neare8t 8lze avallabl&

replaoed a8 a oorplete battery preferably of the 8ame part
number. In all rephaeaent8, eleotrooheml8try,  type, da88 and
style should remain the 8ame. The replaoemsnt battery should not
have le88 oapaolty than the original battery, but ray have more
capaolty within the limit8 of charger capability, equlpnent need,
and 8ize limit8. Other battery parameter8 should generally
remain the aame. Par batteries having replaoeable ~~3118,
selecting between replacement of oell8 or entire batteries
involve8 8everal faator8 a8 dl80u88ed below.

a. Puripa the lifetime of a battery (that Is a88embled at
the 8ite using eel18 or cell paok8), one or more 08118 or unit8
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may fail. If a failure occurs in the early part of the expected
life, the manufacturer should be contacted for a replacement
since the cell may be In full or partial warranty. If a failure
occurs during the latter part of the expected lifetime,
replacement Is more subjective. First, It may be possible that
the battery can meet the load requirements with one or several
cells missing. Second, It may be more economical to replace the
entire battery at one time rather than replace individual cells
as they fail since, in the later case, the total labor involved
In replacing individual cells or units piecemeal may be more than
if the entire battery was replaced at one time. Also, cells
purchased later may cost mor.e due to inflation. If a required
cell or cell pack or acceptable substitute cannot be found, the
entire battery (complete electrical unit, battery bank) will have
to be replaced. Individual cells or cell packs are generally not
repairable. Final determination as to replacing individual cells
or the complete battery will depend on technical and
administrative factors existing at the time.

(1) Replacement of Individual cells or units should be
accomplished wfth cells or units of the same part number or same
type, class and style and preferably from the same manufacturer.
There are several reasons for this. First, batteries (especially
stationary) are usually purchased as a set of cells together with
battery rack and all interconnecting hardware. Except for
automotive batteries, there is little, if any, semblance in form
factors between manufacturers. Thus, if a different part number,,
or type, class, or style of cell (or battery) is selected, having
differences in height and/or width, length, or terminals, some of
the Interconnecting hardware may have to be discarded and jumpers
or Interconnecting cables fabricated. Additionally, the replace-
ment cell or unit may not fit the existing rack.

(2) xn addition to Dhvsical differences between
different types of cells, there are electrical differences. The
effect of these differences will depend upon the type of battery
(stationary lead-antimony versus stationary lead-calcium) and
operating conditions. For example, if lead-calcium stationary
cells were to be used to replace lead-antimony stationary cells,
the lead-calcium stationary cells would not be maintained fully
charged, unless the float voltage was increased, sfnce the
nominal float voltage for lead-calcium stationary cells ranges
from 2.17 to 2.38 volts/cell (depending on the specific gravity)
and for the lead-antimony stationary cells, it ranges from 2.15
to 2.17 volts/cell with a nominal specific gravity of 1.210. If
the nominal system voltage range was such that the equipment
could withstand the higher voltage required, there would be no
problem in adjusting the voltage upward. However, if the cells
or a group of cells were only a part of the total battery then'
problems could arise. For example to keep the lead-calcium
stationary cells fully charged, the float voltage may have to be
raised to a level that th8 equipment could not withstand. Even
if the equipment were able to withstand the higher battery float
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voltage, the net re8ult.s would be that other stationary cells
would be oonatantly overcharged. This overcharging would require
more frequent additions of water to maintain the proper electro-
lyte level. Additldnally, the overcharging could accelerate
plate grid corrosion. This could cause an unacceptable increase
In maintenance visits to a facility to maintain It in operation.
Substitutions such aa this should only be done on an emergency
ba8is. It should be noted that the use of automotive-type
batteries for emergency systems is speclfically  prohibited by the
National Electric Code of 1987 (Article 700-12(a)).

(3) Even the Dartial reDlacement with units of the
same type, class and style but different part number, or the same
part number but different age (older cells versus new cells) can
present some problems, although the problems may not be aa
severe. For example, on discharge, two different part numbers,
but same type, class and style 8tationary cells, or an older and
a newer cell having the same part number, will experience
different depths of discharge because of slight differencea in
capacity. The degree of difference will depend upon the relative
capacities and the quantity of ampere-hours removed. During
recharge, some cells will have to be overcharged in order to
recharge all cells properly (because charging 18 aocompll8hed in
8erie8 and all cella receive the same quantity of ampere-hours).
This may result in cell voltage Imbalances within the battery, as
well a8 higher water consumption and grid corrosion in the cells
that are overcharged the most. If an exact replacement cannot be
found, then the next best replacement ba8ed on capacity and float
and equalizing voltages should be selected.

b 0 Batterv or cell r8Dlacements  should generally be Qf the
same part number, type, class, and style as the replaced battery
or cells. Replacement of the entire battery should be accomp-
lished with a battery of the same part number or, at leaat, of
the same type, class, style, and performance parameters.
Priority should be given to the electrical parameters as the
mechanical configuration of the facility is more easily and
readily modified in the field than are the electrical character-
istics of FAA facilities. The replacement battery  or cell should
not have a depth of discharge capability (and capacity) less than
that of the battery being replaced. If a desired part number
battery is no longer available and an equivalent substitute has
not been identified, then selecting a replacement will require
using new (original) battery selection procedures.
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CHAPTER 4. BATTERY FACILITY DESIGN

23 TTBRY FACGITIES. The battery facility is the battery
plus the associated structure8 and provisions necessary to enable
use of the battery in or with equipment. Guidance contained in
thla chapter provides engineering and design considerations,
exclusive of electrical details, for applying a battery in a
system. The following paragraphs discusa in general terms the
battery location, area ventilation, temperature environment,
weight aupport, seismic considerations, and safety.

24 ROOMS. COMPARTMENTS. PLATFORMS. General requirements for
th; locatlon and installation of batteries are similar for lead-
acid and nickel-cadmium-alkaline electrochemiatries. The battery
should be located close to the equipment It powers, in order to
minimize conductor resiatlve power losses. For reaaona of

Spersonnel safety, operational security, and prevention of
accidental battery damage, the battery should be in an area of
controlled access. Batteries may b8 installed In a room separate
from the electronic equipment, if the batteries are large or of
high voltage and the equipment is attended by several personnel.
Or j batteries may be placed on a platform or in a Compartment
within the equipment, for reasons of portability, limited aacesa,
or proximity to using systems. The batter183 should be located
out of direct sunlight, away form heat sources, and protected
from rain, snow, dust and chemical contamination. Battery safety
aspects include considerationa  of chemical interactions, eleotri-
cal (magnitude of charge and discharge currents and voltages),
evolved explosive or toxic gasses and corrosive vapor ventlla-
tion, and access space for installation and maintenance. For
longest battery life and b88t performance, the battery environ-
ment should be temperature controlled. Additionally, battery
facility design must include provisions to provide adequate
Stable support for the battery weight, even under earthquake-
induced motion, and allowance for battery momentum in mobile
installations. Where mechanical vibration is severe, shock or
vibration isolation will be necessary.

25 l BATTERY FACILITY VENTILATION.

a . Q11 aecouarv celu with water-based electrolyte oan
produce outgassing of hydrogen and oxygen by eleotroly8ia of
water. This outgassing occurs mainly during float operation (at
gassing voltages) and during equalize charging for lead-acid and
nickel-cadmium-alkaline batteries. Electrolysis of water can
ocaur In sealed aells and vented aells, For thib r888on, all
sealed cells should include provisions to vent ga88ea before
pressure buildup would result In sell fragmentation. Some sealed
aells include catalytla provisions for reaombination  of hydrogen
and oxygen into water. where praatiaal, consideration should be
given to the use of hydrogen deteators to alert to the presence
of impinging unsafe levela.
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(1) gutnaw cu occur on discharge when cells are
conneoted in series. If, during discharge, one or more cells are
depleted (discharged to zero volts), due to lower capaolty than
the other cells In a series string, the higher capacity cells can
drive the lower capacity cells into reversal (reversed polarity
charging). If this- reversal is extensive, the cell will outgas.

(2) Some outaassing  can occur when the battery is on
float charge if the charging voltage is too high. Each ampere-
hour of overcharge (current that does not go into actually
charging a cell to Its full capacity) will produce about 0.016
cubic foot of hydrogen gas, H2. Ventilation must be provided to
prevent the hydrogen from building up to one percent concentra-
tion by volume of room air at any time to comply with the
Occupational Safety and Health Aot (OSHA). At approximately 4
percent concentration, hydrogen presents an explosive mfxture
with room air, which can be ignited by a spark.

b generallv difficult to calculate the amount of
hydrogin given off during equalize and float charging because of
the effects of battery age (deterioration) and plate component
material on float current. If th8 float ourrent is known, then
the rate of gas generation can be calculated using a figure of
0.000269 cubio feet of hydrogen gas produced by 1 cell In 1
minute per ampere of float current. A convenient formula for
oaleulating the amount of hydrogen (H2) evolved from a battery
(one series string) is:

Volume of A2 in it3 =
(O.O16)(ampere-hours  of overcharge)(number of cells in series
string)

(o,OOO269 cu it of H2)(6O minutes/hour) =
(0.0159 ml. ft. of H2 / Hour)

{Average for all lead acid batteries}

0. The rate of evolution is simply the volume of H2
divided by the overoharge time or:

H2(ft3/hr) =

(.016)(ampeFs-hours  of ovemharge)(Number  of cells in series
string) dlvldad by Time In hours (duration in hours of
overcharge)

d aulreQ to keep the
hydrogin to a maximum oonaentratlon of 1 peraent during reaharge
13 :

Ventilation (ft3/hr) = H2 (ft3/hr) (100)

The above can be rewritten as:
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Min Ventilation (ft3/hr) =

1.6(ampere-hours of overcharne)(number  of c8lb in series strigp)
Overcharge Duration in hours

8. en evolutioq Is nominal to non-existent when the
battery is on float charge at the proper Voltage. Typical float
currents at the proper voltages are:

Lead-acid antimony = 0.001-0.035 A/Ah of cell
Nickel-cadmium-alkaline High Rate = 0.003 A/Ah of cell
Nickel-cadmium-alkaline Med. Rate = 0.002 A/Ah of cell
Nickel-cadmium-alkalfne Low Rate = 0.001 A/Ah of cell

f
fully lharged

op would be for the battery to be
and the charger voltage output to remain in the

equalize or high-rate charge mode. Under this condition, the
current through the battery is many times higher than the normal
float current would be (see preceding sub-paragraph). Thus, it
Is Important to closely control the equalize charge duration, if
only to prevent buildup of hydrogen.

8 8 veati&atlon reaqlreme~  to prevent hydrogen
accumuiatlon beyond 1 peraent oonaentration  require complete air
volume exahanges in a period determined by the room air volume
and hydrogen production volume as described in preoedlng subpara-
graph8. Rooms which are ocoupied by personnel may require air
volume erchanges at a higher rate, depending on human factors
design requirements, such as length of occupation and number of
personnel In the facility. This applies to both controlled and
uncontrolled environments. Ventilation can be aooompllshed by
simply exhausting the battery room air out-of-doors. Where this
is not practlaal, the battery vents can be aonneoted to an
exhaust manifold that,releases  vented gasses out-of-doors. The
volume of air for exhaust may be reduoed from room-sized quantl-
ties by placing the battery in a closed aontafner and venting the
container out-of-doors (along with providing provisions for
oontainer make-up afr.

h blied with oondltloned air
by a p;rt of a bullding*s general system, the exhaust air should
not be returned to the distribution system but dfreated outside.
Hydrogen is lighter than air and, although It disperses rapidly
throughout an enclosure, it may lnltlally accumulate In the
highest part of the oeiling area. This is where the exhaust
vents or exhaust fans should be located.

I
are aeiosol

removed by proper ventilation
electrolyte and eleatrolpte vapors, arsine or 8tibin8

gasses (from lead-acid batteries with arsenlo or antimony in the
lead) p and gasses or vapors resulting from breakdown of organic
or synthetic materials within the battery or battery case.
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EMPERATURE ENVIRONMENT The operating temperature for
ies is the single most’important  factor affeating the life

and electrical aapacity of the battery system. The battery spa&e
or room should be insulated to minimize temperature extremes or,
at least, to minimkze the rate of temperature change due to
outside causes. A battery loaatlon with an ambient temperature
at 75 to 77 degrees fahrenheit will result in maximum battery
life and full capacity. A higher temperature will result In a
reduced servloe life, and a lower temperature will result in
reduced capacity. Operation at temperatures of 60 to 90 degrees
fahrenheit will not greatly affect the service life or aapaolty.
Batteries are capable of operating over much wider temperature
ranges, but th8 smaller the range of temperature extremes and the
closer to the ideal temperature, the more cost efflalent the
battery system will be. If any heating provisions oan be
provided, they should be capable of limiting the lowest
temperature to 32 degrees fahrenheit. Ideally, heating
provfslons should be capable of maintaining a temperature of
74-77 degrees fahrenhelt. If cooling provisions can be provided,
they should be capable of limiting the highest temperature to
go-95 degrees fahrenheit. Ideally, cooling provisions should be
capable of malntalnlng a temperature of 77-80  degree8
fahrenhelt. When considering trade-offs, high temperatures -
shorten battery lifetime, requiring sooner replacement. Lou
temperatures reduce battery oapaclty, requiring larger size
batteries.

27
weights

UPPORT. Batteries oome in a very wide range of
(and sizes) from small and light hearing aid and flash

light batteries to Industrial fork lift and military submarine
reserve power batteries. Facility design provisions must lnalude
adequate, stable support for these batteries, as well as being
capable of withstanding battery momentum changes In mobile
lnstal1atlons.

28 SELSMXC COI'WIDERATIONS. Some battery faallity lnatal-
la&on8 may require the us8 of seismic raoks for supporting the
batteries. The neaesslty for seismic racks Is determlned from
the earthquake-induced acceleration  (g-level) requirements for
the partioular loaatlon (zone) or appllaatlon. These zones are
presented on the next page in Pigur8 4-1, S8i8mio Zon88.

a. J’be seiwc zme ma on the following page,
figure 4-2, from the Uniform Bullding Code may b8 used a8 a
general guide for determining saismla risk. Speclfla guidanae
should be obtained from th8 applfaable state building aode. As  a
preaaution against mixing raaks designed for different seismic
zones when moving racks to a different loaation,  all seismia
racks should be specified for zone 4.
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IGURE 4-1, SEISMIC ZONES

6~80.248

ZONE 0 - No damage.

ZONE 1 - Minor damage; distant earthquakes may cause
damage to structure with fundamental periods
greater than 1.0 second; co responds to inten-
sitlea V and VI of the M.M. F Scale.

ZONE 2 - Moderate damage;
the M.M.’ Scale.

corresponds to intensity VII of

ZONE 3 - Major damage; corr spends to intensity VIII and
higher of the M.M. 7 Scale.

ZONE 4 - Those areas within Zone No. 3 determined by the
proximity to certain major fault systema.

29 SAFETY.
elLxica1

- Battery safety conalderatlons encompass chemical,
t explosive gas, and access spaoe considerations. A

summary of these oonaiderationa  13 provided as the following
general safety requirementa.

a. na lnoluda personnel protective
meamres requiring aplash shields, gogglea, shovera, and eyewash
facilities. Shovers will not normally be required unless the
main function of the facility or that portion of the facility is
to perform maintenance on batteries. When major battery mainten-
ante is being performed at an operational facility portable
shovers or some other emergemy source of water should be made
availabl8. Batteries or ch8mioal8  rshould not be nixed with those
of opposite reaotivity, such as placing lead-acid batterle8 in
proximity with nlckel-cadmfuaa-alkaline  batt8ri88. Only dlatllled
water or the oorreot electrolyte should be added to batteries.
Saltwater added to sulfuric aoid electrolyte will result in
mas8ive release of chlorine gas. When diluting oonoentrated
electrolyte with distilled water, oonoentrated electrolyte should
be added slowly to the distilled water -- do not add distilled
water to oomantrated eleotrolyte.

b include provialon of
insulated 8urfaoea (oonduotors,  valkvay8, tOOl8, and work
8urfaoes). The National Electrio Code should be consulted for
require?nent8 for posting High voltage warning aigna. The high
current capability of batteries requires consideration of
current Interrupters to prevent fires due to over-marrent  or
8hOrt  cirouit8; arcing protection to prevent ignition of
oonbuatiblea and explosive gasses; and 818CtrOIBagIl8tiC  noise

L/J!odified Mercalli Intensity Scale of 1931
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HITED STATES SEISHIC ZONES

CONTINENTAL UNITED STATES

FIGURE NO. 2

SEISMIC  LONE YAP
4L4fU4

ALASKA

FIGURE
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HAWAII

NO. 3
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suppression to prevent Interference with sensitive electronlo
equipment. Access space should be auffiolent to allow
unobatruoted battery or cell removal and replacement, personnel
movement, and maintenance operations.

c. F 8en ral Safety ReayLrementg
&d

The safety preaautions
listed below apply to both lead-acid nickel-cadmium-alkaline
systems. Gelled and low volume electrolyte batteries are
somewhat less hazardous than stationary batteries since they are
sealed, With all sealed batteries, leakage or spillage of
eleatrolyte Is leas likely to occur, and the emission of gasses
and oorroalve fumea is suppressed. However, the hazard posslbil-
itiea still exist, and caution must continue to be exercised when
working with these batteries.

(1) wt oersop;pel acoegp t o  the battery room to only
those personnel that are familiar with battery Installation,
charging, maintenance, and safety procedures.

(2) hobstruqted ef;lt from the battery area should be
provided,

(3) Srnokinn or the use of oDen flames in the battery
room should be prohibited. NO SMOKING signs ahould be posted at
the entranae to the battery room.

(4) iment consisting of an apron,
gloves, goggles or face shield with goggles should be worn when
batteries are being handled, installed, or maintained.

0 88 should b8 used
to make oonnectiona to the battery. Metal tools or other objects
should not be plaoed on top of batteries, alnae they may cause
spark8 that could result In an explosion of hydrogen gas in or
near the cells. A nonmetallic flashlight with a non-sparking
switch is recommended when a flashlight la needed for inapeoting
batteries.

(6) -a apd wriatvatchea  should be removed before
working on batteries In order to prevent aborting of oonductora
and resulting sparks, shock, or skin burns.

(7) pa not break a current-carrvipn olrcuit near the
battery, as It aan aauae a spark.

(8) Th8 batterv vent aaba should be kept in place.

(9) PO not leqn over a battery when it la being
aharged or tested.

(10) keep a&l aapnectiona tia to ensure a minimum
voltage drop and to prevent arcing.
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(11) The m-e of the C~U should be kept clean and
dry to minimize self-discharge. Cells or batteries should be
wiped clean with a clean cloth or rag dampened with distilled
water and then wiped dry. Solvents or detergents should not be
used as they may react with the case material or contaminate the
battery interior.

(12) If electrolyte comes Into contact with eyes, skin,
or clothing, flush the eyes with plenty of clean cool water (it
is recommended that flushing be continued for 15 minute). Secure
medical attention immediately. Be sure to tell the medical
personnel whether the electrolyte was acid or alkaline, as the
treatment is different.

d Lead-Acid Battery General Safety Reauirementa. The
following additional safety precautions apply to lead-acid
batteries.

(1) PromDtlv neutralize and remove any spilled
electrolyte with a soda/water (1 pound per gallon) solution. If
using the neutralizer solution on the top of a cell, take care to
prevent the solution from getting into the cell. A prepared
bottle of neutralizer solution should be kept readily available.

(2) If electrolvte comes into contact with eyes, skin,
or clothing, flush with water immediately and then neutralize
with a soda/water solution (1 pound of soda per gallon of
water). Secure medical attention in case of skin contact.

(3) When Drermrina electrolvte, pour the concentrated
acid into the water. NEVER POUR WATER INTO CONCENTRATED ACID.
Pouring water into acid releases heat which may be sufficient to
cause localized boiling and splashing, resulting in personal
injury. Use a plastic or rubber container. Allow the electro-
lyte to cool before adding to a cell.

(4) Never use hydrometers, thermometers, filler bulbs
or tools that have been used with alkaline cells as they may be
contaminated with alkaline material, which could cause a chemical
reaction and destroy the cell or result in injury.

e. Nickel-cadmium alkaline batterv neneral safety remire-
mentg. The following saiety precautions apply to nickel-
cadmium-alkaline batteries.

(1) d remove any spilled
electrolyte with a 3 percent boric acid solution or household
vinegar. When using on the top of a cell, take care to prevent
thesolution form getting into the cell. The boric acid solution
or vinegar should be kept readily available.
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(2) If electrolvte comes into contact with skin or
clothing, flush immediately with clean cool water (it is recom-
mended that flushing be continued for 15 minutes) and seek
medical attention promptly. Tell the medical personnel that the
burn was due to an alkaline material rather than acidic, since
the treatment is different.

(3) When Dreparing electrolvte, slowly pour the dry
electrolyte into the water and mix slowly with a clean plastic
paddle. Do not use a copper, zinc, galvanized steel, or aluminum
container. Allow the electrolyte to cool before adding to cell.

(4) Never use hydrometers, thermometers, filler bulbs,
or tools that have been used with acid cells as they may be
contaminated with acid, which could result in a chemical reaction
and destroy the cell or cause injury.
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Appendix 1

&PPEHDIX 1, DETERMINING BATTERY CAPACITY FOR COMPLEX LOAD

1 SCOPE. This appendix describes the method to be used in
sizing a battery system for a complex (time varying) load.

2 l SUMMARY OF METHOD. Basically, the method amounts to nothing
more than determining the area under the load-time curve. The
area Is not just an integration of the time-load curve, but is an
adJusted area based upon the discharge characteristics of the
cell being considered. This adjustment is necessary because as
the discharge rate (load) increases, the energy available
deweases. The oapacity is determined by successively finding
the oapaoity required by each seotlon of the time-load discharge
starting from the beginning of the discharge cycle.

3 NG EXAMPLE.
lilustrate

The following example will serve to
the sizing method. Given the time-load profile shown

in figure l-l and an 8nd of discharge voltage of 1.75 V/c, the
procedure would be as described below:

GURE t-1, DISCHARGE DIAGRAM

25

SECTION 1 TIME - HOURS

a . For aaotion 1, the required capaoity  (CR> Is:

C R = 25 amperes for 30 minutes

b l For section 2, the CR is:

C R = 25 amperes for 1.5 hours minus 10 amperes for
1  hours

Page 1
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C. For section 3, the CR is:

C R = 25 amperes for 2 hours minus 10 amperes for
1.5 hours minus 5 amperes for 30 minutes plus
10 amperes f o r 2 hours

d l For section 4, the CR is:

C R = 25 amperes for 4 hours minus 10 amperes for
3.5 hours minus 5 amperes for 2.5 hors plus
10 amperes for 2 hours.

4
&al

CAPACITY REQUIRED The requfred battery capacity will b8
to whichever se&on gives the largest results. SinC8

period 3 is followed by a larger demand, the calculation for
section 3 is not required.

5 0 9SE OF MANUFACTURER'S CURVES. Most lead-acid battery
manufacturers publish performance curves. The form and lnforma-
tion varies between manufacturers, but all curve8 show time and
discharge current in terms of ampere8 per positive plate. Figure
l-2 on the following page is on8 such curve. Table l - l  l i s t s
the discharge that can be determined from the figure.

TABLE l-1, BATTERY PERFORMANCE DATA

TIME
HOURS

RATE PER

4.0 10.5
3.5 11.5
2m5 15.0
2.0 17.5
1.5 21.0
1.0 27.0
0.5 38.0

6 PETERMIRIlVG THE lW4BER OF PLATES.
discharge rat88 listed above,

u8ing the times and
the number of po8itiv0 plate8

required for section 1, 2 and 4 of the discharge cycle are a8
follows:

a . For sectlon 1, the number of plate8 (pOSitiV8) 18:

No l Plates = 25/8 = 0.7

b 0 For section 2, the number of plates 18:
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No 0 Plates s 25/20.5  minus lo/127 = 0.8

a . For seatlon 4, the number of plates Is:

No. Plates = 25/10.5 minus 10/11.5 minus 5115 plus
10/l-7.5 = 1.7

d Sinae a  fraotlonal  p a r t  of a  p l a t e  i s  n o t  a v a i l a b l e ,
the bakery would have two positive plates. The battery would
thus have a total of 5 plates.

7 5.
pirformanoe curvea,

Some battery manufacturer*s do not publish
but give performance d'ata in tables. If the

number of plates IS given with the data, then a dlaaharge aurve
oan be aonatruated. If, however, the number of plates is not
given, a performmoe factor K, aan be determined from the tabular
d a t a . This Is acoompllahed  by plotting the discharge time versus
the ratio of normal ampere hours to the diaaharge at the dis-
charge time. Table l-2 llsta the published dlaaharge data for
one of the oells our of the group of oells uaed In the prevloua
example.

l-2. DISCHARGE DATA

DISCHARGE
1

DISCHARGE
AMPERES

8
5
4
3
2
1.5
1
0.5

6 3
8'8

10.4
12.9
17.3
21.0
27’0
37.80

ETERM~TIOH OF FACTOR &
H (6.3 amperes I( 8 hours;.

The capacity of the battery
The K factor for eaah

dlmharge  period 18 found by dividing the 50.4 AH by the dia-
a h a r g e  r a t e  ( a m p e r e s )  giren I n  t a b l e  1-2. T h e  rasult 18 ahown In
table l-3 and figure l-3.

.
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TABLE l-3. K FACTORS

TIME HR

8 8.0
5 5.7
4 4.8
3 3.9
2 2,9
1.5 2.4
1 1.9
0.5 1.3

1000
9 0 0
8 0 0
7 0 0

6 0 0

8 0
7 0

6 0

5 0

4 0

1 0
1 2 3 4 5  6  7 8 9 1 0

IGURB 1-q. BATTBRY K FACTOR e

K FACTOR
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9 ULCULATING CAPACITY USING K. Using figure l-3 to find the
appropriate K factor and applying them to discharge sections 1, 2
and 4 (paragraph 9, the following capacities are obtained.

a. For section 1:

C R = 25 X K factor for 30 minutes
= 25 X 1.3
= 32.5 AH

b l For section 2:

C R = 25 X K for 1.5 hours 'minus 10 X K for 1
hour

= 25 X 2.4 minus 10 X 1.9
= 41 AH

c. For section 4:

C R = 25 X K for 4 hours minus 10 X K for 3.5
hours minus 5 X K for 2.5 hours plus 20 X K
for 2 hours

= 25 X 4.8 minus 10 X 4.4 minus 5 X 3.4 plus
20 x 2.9

= 88 AH

10 COMPARISON OF RESULTS. The one positive plate cell of the
group has a capacity of 50.4 AH. If we divide the 88 AH deter-
mined by using the K factor, by 50.4, the result will be 1.8
cells or 1.8 plates. This agrees with the results obtained by
using figure 1-2 within the reading accuracy of the curve.

11
load

RANDOM LOADS. If the discharge cycle includes a random
the battery capacity is first determined for the load as

de&bed above without the random load. The battery capacity
required for only the random load is then determined. The total
capacity required is the sum of the capacity required for the
discharge cycle plus the capacity required by the random load.
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CONVERSIONS FROM A GIVER REFERENCE TEMPERATURE (DEGREES F OR C)
IN EACH CENTER COLUMN TO DEGREES CENTIGRADE (LEFT COLUMN) OR

DEGREES FAHRENHEIT (RIGHT COLUMN).

C = 5(F - 32119

DEGREES REF DEGREES
CENT. TEMP FAHR,

(cc-.---.F)or(C-.--->F)

-53.w -65
-53.3c -64
-52,ac -63
-52.2C -62
-5l.V -61
-5l.W -60
-50.6C -59
-5o.oc -58
-49.w -57
-4a.96 -56
-483 -55
-47.ac -54
-47.2C -53
-46.7c -52
-46.w -51
-45.6C -50
-45.oc -49
-44.4c -48
-43.w -47
-43.3c -46
-42,ac -45
-42.2C -44
-41.7c -43
-4l.lC -42
-40.6c -41
-4o.oc -40
-39.4c -39
-38s -38
-38s -37
-37.8C -36
-37.2C -35
-36.V -34
-36.W -33
-35.6C -32
-35.oc -31
-34.4c -30

-85.OF
-83.2~
-81.4F
-79.6F
-77.aF
-76.W
-74.2F
-72.4F
-70.6F
-68.8F
-67.0~
-65.2~
-63.4F
-61.6P
-59.8F
-58.OF
-56.2F
-54.4F
-52.6F
-50.8F
-49.OF
-47.2F
-45.4F
-43.6F
-41. ap
-4O.OF
-38.2F
-36.4F
-34.6F
-32.8F
-3l.OF
-29.2F
-27.4F
-25.6F
-23.8F
-22.OF

F = (9/5)C + 32

DEGREES REF DEGREES
.CENT. TEMP FAHR.
(cc-w-wooF)or(C----->F)

-3309c -29
-33e3c -28
-32,ac -27
-32.2C -26
-31.7c -25
-3l.lC -24
-30.6C -23
-3o.oc -22
-29.4c -21
-2a.w -20
-2a.3c -19
-27.8C -la
-27.26 -17
-26.7C -16
-26.X -15
-25.6C -14
-25.OC -13
-24.4C -12
-23.w -11
-23.3C -10
-22.8C - 9
-22.2c -8
-21.7c -7
-2l.lC -6
-20.6C -5
-2o.oc -4
-19,sc -3
-1a.w -2
-18.3c -1
-17.8C 0
-17.2C 1
-16.7~ 2
-16.1~ 3
-15.6C 4
-15,oc 5
-14.4c 6

-20.2F
-18.4F
-16.6F
-14.8F
-13.OF
-11.2F
-9.4F
-7.6i?
-5.8F
-4.OF
-2.2F
-0.4F
1.4F
3.2F
5 .OF
6.8F
8.6~

10.4F
12.2F
14.OF
15.8F
17.6F
19.4F
21.2F
23.OF
24.8F
26.6F
28.4F
30.2F
32.OF
33.8F
35.6F '
37.4F
392F
41 .OF
42.8F
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1 MPERATURE CONVERSION TABLE

coNvERs10Ns FROM A GIVEN REFERENCE TEMPERATURE (DEGREES F 0R c)
IN EACH CENTER COLUMN TO DEGREES CENTIGRADE (LEFT COLUMN) OR

DEGREES FAHRENHEIT (RIGHT COLUMN).

C = 5(F - 32)/g F = (9/5)C + 3 2

DEGREES REF DEGREES DEGREES REF DEGREES
CENT. TEMP FAHR, CENT, T E M P FAHR,

cc<---ww~~)or(C---wo>F) w,---wo~)or(C--w-o>F)

-13.w
-13.3c
-12.ac
-12.2c
-11.7c
-ll.lC
-10.6c
-1o.oc
-9.4c
-8.9c
-8.W
-7.8C
-7.2C
-6.7c
-6.w

I -5.6C
-5.oc
-4.4c
-3m9c
-3.3c
-2.8C
-2.2c
-1.7c
-1.lC
-0.6c
o.oc
0.6c
l.lC
1.7c
2.2c
2.8C
3.3c
3.9c
4.4c
5.oc
5.6C
6.1c

Page 2

7 44.63
a 46.4F
9 48.2F

10 5O.OF
11 51.m
12 53.6F
13 55.4F
14 57a2F
15 59.OF
16 60.8F
17 62.6F
la 64,4F
19 66.2F
20 6a.OF
21 6 9 . 8 3
22 71.6F
23 73e4F
24 75.2F
25 77.OF
26 78.8F
27 80.6F
28 82.4F
29 84.2F
30 86.OF
31 87.81
32 89.6F
33 91.4F
34 93.2F
35 95.W
36 g6.8F
37 98.6F
38 100.4F
39 102.2F
40 104,OF
41 105.8F
42 107.6F
43 109.4F

6.7C 44
7.2C 45
7.ac 46
8.3C 47
8.9c 48
9.4c 49

lO.OC 50
10.6c 51
ll.lC 52
11.7c 53
12.2c 54
12.8C 55
1303c 56
1309c 57
14.4c 58
15.oc 59
15.6c 60
16.1C 61
l6.7C 62
17.2C 63
17.W 64
18.3C 65
18.9C 66
19.w 67
2o.oc 68
20.6~ 69
21.1c 70
21.7c 71
22.2c 72
22.8~ 73
23.3C 74
2309c 75
24.N 76
25.W 77
25.6c 78
26.1C 79
26.7c 80

111.2F
113.OF
114.8F
116.6F
118.4F
120.2F
122,OF
123.8F
125.6F
127.4F
129.2F
131 .OF
132.8F
134.6F
136.4F
138.2F
14O.OF
141.8F
143.6F
145.4F
147.2F
14g.OF
150.8F
152.6F
154.4F
156.23
158.OF
l59.8F
161.6F
163.43
165.2F
167.OF
168.8F
170.6F
172,4B
174.2F
176.OF
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APPENDIX 2. TEMPERATURE CONVERSION TABLE

CONVERSIONS FROM A GIVEN REFERENCE TEMPERATURE (DEGREES F OR C)
IN EACH CENTER COLUMN TO DEGREES CENTIGRADE (LEFT COLUMN) OR

DEGREES FAHRENHEIT (RIGHT COLUMN).

C = 5(F - 32)/g F = (9/5)C + 32

DEGREES REF DEGREES DEGREES REF DEGREES
CENT. TEMP FAHR, CENT. TEMP FAHR,
w---..-F) or( Co--.->F) cc< ------F)ar(C----->F)

27.2C 81
27.8C a2
2a.w 83
2a.9c 84
29.w a5
3o.oc 86
30.6C 87
3l.lC aa
31 l 7c 89
32.2C 90
32.ac 91
3303c 92
33.9c 93
34.4c 94
35.oc 95
35.6C 96
36.K 97
36.7C 98
37.2C 99
37.8C 100
38.3c 101
38.9c 102
39Jc 103
4omoc 104
40.6c 105
41,lC 106
41 l 7c 107
42.2C 108
42.ac 109
43.3C 110
43.9c 111
44.4c 112
45moc 113
45.6C 114
46.1c 115
46.7C 116
47.2C 117

177.8F
179.6F
181.4F
183.2F
185.0F
186.8F
188.6F
190.4F
192.23
194.OF
195.8F
197.6F
199.4F
201.2F
203,OF
204.8F
206.6~
208.4F
210.2F
212mOF
213.8F
215.6F
217.4F
219.2F
221 .OF
222.6F
224.6F
226.4F
228,2F
230,OF
231.8F
233.6F
235.4F
237.2F
239.0F
240.8F
242.6F

47.8c 118
48.x 119
48.w 120
49.M 121
5o.oc 122
50.6C 123
51.1c 124
51.7c 125
52.2C 126
52.ac 127
53*3C 128
53*9c 129
54.4c 130
55.OC 131
55.6C 132
56mlC 133
56.7C 134
57.2C 135
57.ac 136
5a.3c 137
58.w 138
59.4c 139
6omoc 140
60.6c 141
61.x 142
61.7c 143
62.2C 144
62.8c 145
63.3c 146
63.9c 147
64.4c 148
65.OC 149
65.6C 150

244.4F
246.2F
248,OF
249.8F
251.6F
253.4F
255.2F
257.OF
258.8F
260.6~
262.4F
264.2F
266.0~
267.8F
26gm6F
271.4F
273.2F
275.0F
276.aF
278.6F
280.4F
282.2F
284 ,OF
285.8F
2 8 7 . 6 3
289.4F
291.2F
293.0F
294.8F
296.6F
298.4F
300.2F
302.oF
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APPENDIX 3. BATTERY SELECTION AND SIZING EXAMPLE

1 GENERAL For the purpose of this example, a second-generation
VkTAC facility in the Indianapolis sector will be used. The
data used is for discussion purposes only and in no way reflects
on actual facility operation and/or equipment.

2 STEP 1 - Collect D.C. power requirements. Fill out the data
sheet from all available information that Is known about the
installation (see figure 3-l).

3 l STEP 2 - Select battery type. Since system is designed for
continuous float charge standby operation, a Type I battery is
selected.

4 STEP y - Determine maintenance interval.
bi maintained on a semiannual basis

Since system will
9 Class 1 maintenance battery

is selected.

5 STEP 4 - Special requirements.
fixed installation,

Since batteries are in a
Style B is not required. Style A IS selected

as being more cost effective.

6 STEP- Determine if environmental conditioning is required.
Since th8 battery environment is well above 32 degrees fahrenheit
and below 12 degrees fahrenheit, no heating or cooling is
required.

7 sTEP - Select battery chemistry. Since the battery will
r8maln discharged 24 hours or less, lead-acid battery is
selected.

a . STEP- Determine battery capacity.

a. Rate Correctiop Since the discharge is continuous
constant current, the cipacity is current times time. Otherwise
the method in appendix 1 must be used. Since battery
ampere-hours are normally speaified at the a-hour rate, th8
2-hour discharge will require a corrected 8-hour rate to be
determined.

Uncorrected capacity of the battery Is equal to
the operating current (41.7 amps) times discharge
current duration (2 hours).

Capacity uncorrected = 41.7 amps for 2 hours = 83.4 A-H

Rate = 41.7 amps continuous load
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The discharge rate or C rate is = C/(A-H/I),  i.e.,
C/(83.4/41.7) = C/2

From Table 3-2, C/2 yields 26% of rated capacity based
on 8-hour rate, therefore, the rate corrected capacity
iS 0

l

83.4 A-H / 0.26 = 320.8 A-H

b TemDerature  Correctioq
temperatures above 77 degrees

No correction is necessary for
Fahrenheit. However,  for

temperatures below 77 degrees fahrenheit, battery capacity must
be increased, From Table 2-1, at 60 degrees fahrenheit, only
90 percent of rated capacity is available based on the 8-hour
rate. The corrected oapacity is:

320.8 A-H / 0.9 = 356.4 A-H

9 . STEP- Selecting the number of cells and cutoff voltage.

Batteries connected to equipment during charge.

EauiDment UDDeZ"  ODeratigp:  lhit
Typical equalize voltage for battery recharge =

27.6V / 2.3OV = 12.0

Rounded down = 12 cell8

Typical cutoff voltage for chemistry selected times
number of cells selected

1.750 l 12 = 21mov

21.OV is below equipment nominal operating voltage, yet
still above equipment lower operational range, number of
cells selected Is sufficient.

10 STEP 9 - Determine battery charge requirements. Existing
chirger will provide maximum voltage for equalize (see step 8).
Battery charger warrant sufficient for load and batterlea. Load
18 41.7 amps. Batteries requires 4 amp8 for 24 hours to replace
98.1 A-H (as.4 A-H / 85 percent effloienoy). Total maximum
required current is (41.7 amps plus 4 amps) 45.7 ampa whloh 18
within the 50 amps available.

11 DETERMINE BATTERY PARAMETERS At this point, remaining
bakery parameter8 can be determlied.

Page 2‘



July 12, 1988 6g80.24A
Appendix 3

FIGURE

FACILITY BATTERY SELECTION
DATA SHEET

Date 56

Selecting Office IRDIAl!iAPOLIS SF0

Where Battery to be used (Facility/Equipment)

liDIAI'iAPOLIS VORTAC/SBCORD  GERERATOR VORTAC

Describe application or Use of Battery to be Selected
STARDBY POYER - FLOAT CHARGE

Scheduled Maintenance Interval SBUIAl!U!iUAI,
SYSTEH VOLTAGE AED CUBBBBT

Maintainability Considerations
CAN BE MONITORED REMOTELY

Special Requirements (All-Position Use) (Chemical

Compatibility) (Gassing Manifold) (etc) none

Remarks
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FIGURE3TBATTERP DUA SHEET
(Continued)

FACILITY BATTERY SELEC,TIONDATA  SHEET

Facility Application Environments (Operational Battery Ambients)

Minimum Expected Temperature 50OF D u r a t i o n

Maximum Expected Temperature BOOF D u r a t i o n

Normal Expected Temperature 72 OF Duration

Describe Unusual Conditions (Shock) (Vibration) (Rain)

(Sunlight) (Altitude) (Dust) (etc.) J

Battery Discharge Load Profile Into Equipment

Maximum Voltage Tolerated (24 + 155, 2 7 . 6V o l t s

Lowest Voltage for Required Performance2JI.bV o l t s

Maximum Current (inrush, spikes) 41.7 Amps

Normal Operating Current 41,1 AmPa

Complex Load Considerations (see Appendix * )

Copbtgpt  LOU

Discharge Duration

Maximum Calculated Ampere-Hours Capacity (Include any

design safety margins) Ampere-Hours

Anticipated Frequency of Deep 075%) Discharge %

Page 4



July 12, 1988 6980.24A
Appendix 3

FIGURE 7-l SAMPLE BATTE;BY FACILITY DATA SHEET
(Continued)

FACILITY BATTERY SELECTIONDATA SHEET

Charge Characteristics Available

Charger power from: (Commercial line, renewable energy,

etc.) ComP8E'Cid Line

When is Recharge Started Borrally within 2 hours of us8

Time Available for Recharge 24 Hours

Maximum Voltage to Battery 28V o l t a

Maximum Current to Battery 50A m p s,

Method of Recharge (Constant Potential)

(Constant Current) (Hybrid Description) (Pulse Charging)

Comtant Potential

Miscsllaneous/Other
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